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July 25, 2007

State of Utah
Division of Oil, Gas & Mining
PO Box 145801
Salt Lake City UT 84114-5801

RE: Directional Drilling R649-3-11
UP&L 17-8-6-14D: 834' FSL x 1782' FWL (surface)

660' FSL x 660' FWL (bottomhole)
Sec 6, T17S, R8E, SLB&M, Emery County, Utah

To Whom It May Concern:

Pursuant to the filing ofXTO Energy Inc. Application of Permit to Drill regarding the
above referenced well on July 25, 2007, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the Exception to
Location and Siting of Wells.

• XTO Energy Inc. is permitting this well as a directional drill well in
accordance with surface owner request. Due to the convoluted area, this
location was agreed upon by the surface owner and XTO so that XTO
might be able to reach its target location.

• Furthermore, the location of this well and its wellbore is no closer than
460 feet from the unit boundary or an uncommitted Federal or un-leased
tract with the Unit Area. XTO Energy Inc. is the sole owner within 460
feet of the entire directionalwellbore.

Therefore, based on the above stated information XTO Energy Inc. requests the permit be
granted pursuant to R649-3-11.

Regards,

Kyla aughan
Regulatory Compliance

XTO Energy Inc. • 2700 Farmington Avenue • Building K, Suite 1 • Farmington, New Mexico 87401 • (505) 324-1090 • Fax: (505)
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STATEOF UTAH FORM 3
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MINING AMENDEDREPORT
(highlightchanges)

5. MINERALLEASE NO 6. SURFACEAPPLICATIONFOR PERMIT TODRILL ML--48230 Fee
7. fF INDIAN,ALLOTTEEOR TRIBE NAME:1A.TYPEOFWORic DRILL REENTER DEEPEN N/A
8.UNITor REEMENTNAME:B. TYPEOF WELU OR. GAS OTHER SINGLEZONE MULTIPLEZONE O

2. NAMEOF OPERATOR: 9. WELL and NU :

XTO Energy,Inc. UP&L17-8-6714D
3. ADDRESSOF OPERATOR PHONE NUMBER: 10. FIELOAND FOOL, OR Wi
2700 Farmington Ave. CriY Farmington STATE NM zie 87401 (505) 324-1090 Ferron Sandslone
4. LOCATIONOF WELL(FOGTAGES) 11.ME gb SECTION, IP, RANGE,

o•ç '~///.6 74 Jyp
SESW 6 17S 8E S

14. DISTANCEIN MILESANDDIRECTIONFROM NEAREST TCMN OR POSTOFFICE 12. ÓOUNTY 13. STATE

Approximately 9 milesNorthwest of Huntington, Utah Emery UTAH

16. DisrANCE TO NEARESTPROPERTYOR LEASE LINE(FEET) 10. NUMBEROF ACRES IN LEASE: 17. N JMBEROF ACRES ASSIGNED TO THIS WELL:

492' 393.10 160
18. DISTANCETO NEAREST WELL(DRILLING,COMPLETED,OR 19. PROPOSED DEPIN: 20. BOND DESCRIPTION:

APPLIED FOR) ON THISLEASE (FEET)2300• 4,290 UTB-000138
21. ELEVATIONS(SHOW WHETHERDF, RT, GR, ETC.) 22. APPROXIMATEDATEWORK WILLSTART: 23. ESTIMATEDDURATION:

6593' Ground Elevation 10/5/2007 2 weeks

24 PROPOSED CASING ANDCEMENTINGPROGRAM
SIZEOF HOLE 0ASING812E, GRADE, ANDWEIGHT PER FOOT SETUNG DEPTH CEMENTTYPE, QUANTITY,YlELD,AND SLURRYWEIGHT

14.75 11.75 H-40 42# 300 Type V +/- 50sx 1.ð1 R3/sx 14.2 ppg
8.75" 5.5" J-55 15.5# 4,390 CBMIightwt - lead +/- 79 sx 4.15 ft3/sx 10.5 ppg

CBMlight wt - tail +I- 147 sx 1.81 ft3/sx 13.5 ppg

25 ATTACHMENTS

VERIFYTHEFOLLOMNG ARE ATTACHEDINACCORDANCEWITHTHE UTAHOILANDGAS CONSERVAflONGENERAL RULES:

WELLPLATOR MAPPREPARED BYLICENSEDSURVEYOROR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCEOF DIVISIONOF WATERRIGHTSAPPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASEPRI KylaVaughn TlfLE Regulatory Compliance Tech

SIGNATURE
. v DATE 7/2OOOT

(This epage for SWo use

Approvedby the RECEIVED
UtahDivisionof

API NUMBERASSIGNED if,Garand Mining AU6612007

DNOF01L,GAS&MINING
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Location:Range 8 East The well location was determined using a Trimble 5700
GPS survey grade unit.

Basis of Bearing:
(N89 52'W - 2542.32') (S69'52'W - 2694.78') The Basis of Bearing is GPS Measured.

I GLO Bearing:
The Bearings indicated are per the recorded plat obtained
from the U.S. Lgnd Office.

-- Ba,sis of Elevation:
on LOT 4 LOT 3 LOT 2 LOT 1 Basis of Elevation of 6395.0' being at the Northwest Section

corner of Section 6, Township 17 South, Range 8 East,
Salt Lake Base & Meridian, as shown on the Hiawatha

o Quadrangle 7.5 Minute Series Map.

Description of Location:
Surface
Proposed Drill Hole located in SE/4 SW/4 of Section 6, T17S,
RSE, S.L.B.&M., being North 834.15' from South Line and
East 1782.42° from West Line of Section 6, T17S, RSE,
Salt Lake Base & Meridian.

LOT S E Taraet
o Proposed Target locoted in SW/4 SW/4 of Section 6. T175,

RSE, S.L.B.&M., being North 660.00' from South Line and
East 660.00 from West Line of Section 6, T17S, RBE.
Salt Lake Base & Meridian.

Surveyor's Certi ff,cate:
I, Albert J. Spensko, a Registered Professional Land Surveyor,
holding Certificote 146652 State of Utah, do hereby certify
that the information on this drawing is a true and accurate
survey based on data of record and was conducted under my
personal direction and supervision as shown hereon.

LOT 7 57697
DU.62' E 49392 TALONRESOURCES,INC.

a •

660.00' --
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are derived usina a GPS Pathfinder and are ure., er en.s.a bBrassCap(Found) shown in NAD 27 Datum• N. BUTKOVICH L.W.J./A.J.S.

O BrassCap(Searchedfor,butnotfound) SURFACE TARGET GRAPHIC SCALE NgNo.
5 07

A RockPile LAT / LoNG LAT / LONG so

( ) GLO 39°22'07.660" N B67" N ( IN FEET ) 1" = 1000'

I GPS Measured I IIPOA'l3.756" W HI°04'28.046" W 1 inch = 1000ft ,,,, y ,, 4
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UP&L 17-8-6-14D
Surface Use Plan

Application for Permit to Drill
Surface Use Plan

Company: XTO Energy, Inc
Well No: UP&L 17-8-6-14D
Location: 834' FSL & 1782' FWL, Section 6, Tl7S, R8E

Thirteen Point Surface Use Plan

The dirt contractor will be provided an approved copy of the surface use plan of operations before
starting construction.

1. Existing Roads

a. Proposed route to location: The proposed route to location is shown on Exhibit "A" and
is from the Hiawatha Quadrangle7.5 minute series USGS quadrangle map.

b. Location of proposed well in relation to town or other reference point: From Huntington,
Utah go West on Hwy 31 for 7.6 miles. Turn left on Deer Creek Mine Road and go
South for 0.7 miles. Go East through contractors gate and continue 1.2 miles to "tee"
intersection. Turn left towards refuse pile and go 0.4 miles to the "tee" intersection and
turn right on well access road. Travel up dugway 0.9 miles to "tee" intersection and turn
left. Go 0.3 miles to new access and go West 350' to location.

c. Contact the County Road Department for use of County Roads: No county road permits
should be required.

d. Plans for improvement and/or maintenance of existing roads: All existing roads within 1
mile of the drill site are shown on Exhibit "B". All roads that will be used to the well
location will be maintained to their current conditions are better.

e. Other Comments: None

2. Planned Access Roads

a. Location of Access Road: Starting from a point along an existing road in the SW/4 of
Section 6, Tl7S, R8E.

b. Length of New Road: 350' of road will need to be constructed to access this location.
See Exhibit "C".

c. Length of Existing Road to Upgrade: No existing roads should need upgrades to access
this location.

d. Maximum Disturbed Width: Typically new access roads require up to 60' of disturbed
width which includes ROW for gas and water pipe lines and electric
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UP&L 17-8-6-14D
Surface Use Plan

e. Travel Width of Access Road: 25' or less.

f. Maximum Grade after Construction: Maximum grades will not exceed 10% after
construction.

g. Turnouts Planned: No Turnouts are planned at this time.

h. Surface Materials: Only native materials will be used if additional construction is
required. If necessary, gravel or rock maybe purchased and used to improve road
conditions and travel.

i. Drainage (crowning, ditching, culverts, etc.): Roads will be re-crowned and bar ditches,
if necessary, will be located on either side. 18"-24" culverts will be installed as
necessary.

j. Cattle Guards: No cattle guards are planned at this time. If necessary, cattle guards will
be specified in the stipulations.

k. Length of new and/or existing roads which lie outside the lease or unit boundary for
which a BLM/State/Fee right of way is required: None.

1. Other:

i. Surface disturbance and vehicular travel will be limited to the approved location
and access road. Any additional area needed must be approved by the State of
Utah in Advance.

ii. If a right-of-way is necessary, no surface disturbing activities shall take place on
the subject right-of-way until the associated APD is approved. The holder will
adhere to conditions of approval in the Surface Use Program of the approved
APD, relevant to any right-of-way facilities.

iii. If a right-of-way is secured, boundary adjustments in the lease or unit shall
automatically amend this right-of-way to include that portion of the facility no
longer contained within the lease or unit. In the event of an automatic
amendment to this right-of-way grant, the prior on-lease/unit conditions of
approval of this facility will not be affected even though they would now apply to
facilities outside of the lease/unit as a result of the boundary adjustment. Rental
fees, if appropriate, shall be recalculated based on the conditions of this grant and
the regulations in effect at the time of an automatic amendment.

iv. If at any time the facilities located on public lands authorized by the terms of the
lease are no longer included in the lease (due to a contraction in the unit or other
lease or unit boundary change) the State of Utah will process a change in
authorization to the appropriate statute. The authorization will be subject to
appropriate rental, or other financial obligations determined by the State of
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v. If the well is not productive, the access road will be rehabilitated or brought to
Resource (Class III) Road Standards within 60 days of dismantling the rig. If
upgraded, the access road must be maintained at these standards until the well is
properly abandoned. If this time frame cannot be met, the Field Office Manager
will be notified so that temporary drainage control can be installed along the
access road.

3. Location of Existing Wells:

a. On a map, show the location of all water, injection, disposal, producing and drilling wells
within a one mile radius of the proposed well, and describe the status of each: See Exhibit
"B".

4. Location of Production Facilities:

a. On-Site facilities: Typical on-site facilities will consist of a wellhead, gas flow line, water
flow line, artificial lifting system (pumping unit), 2 phase separator, gas measurement,
water measurement, electronics, a heated enclosure/building for weather and
environmental protection and chemical injection equipment (as required). All production
and measurement shall conform to the provisions of 43 CFR §3162.7 and Onshore Oil
and Gas Order No. 4, if applicable.

b. All permanent (in place for six months or longer) structures constructed or installed on
the well site location will be painted a flat, non reflective color to match the standard
environmental colors, as specified by the COA's in the APD. All facilities will be painted
within six months of installation. Facilities required complying with the Occupational
Safety and Health Act (OSHA) may be excluded.

c. Off-site facilities: Off-site facilities are located at the CDP station and include
compression, processing, separation, tanks, pits, electronics, and produced water disposal
(SWD) well.

d. Pipelines: The well will be produced into gas and water pipelines (sizes to be determined)
and transported to existing pipelines. See Exhibit "C" for the proposed pipeline route.

e. Power lines: Power lines are located underground in the same ROW as the water and gas
pipelines.

5. Location and Type of Water Supply:

a. All water required for drilling will be purchased from local municipal water supply. If
possible, currently produced coal well water may also be used after receiving any
necessary permits. Water will be trucked to location by a third party trucking company
who specializes in water hauling.

b. Water obtained on private land, or land administered by another agency, will require
approval from the owner or agency for use of
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6. Source of Construction Material:

a. Pad construction material will be obtained from (if the source is Federally owned, show
location on a map): All construction material will be purchased from private land owners
or from a commercial gravel/materials pit. The use of materials will conform to 43 CFR §
3610.2-3, if applicable.

b. The use of materials under State of Utah jurisdictionwill conform to 43CFR §3610.2-3,
if applicable.

7. Methods of Handling Waste Disposal:

a. Describe the methods and locations proposed for safe containment and disposal of waste
material, e.g. cuttings, produced water, garbage, sewage, chemicals, etc. The reserve pit
will be located along the edge and within the boundaries of the designated well pad. The
walls of the pit will be sloped at no greater than 2 to 1 and will be lined with a synthetic
material of approximately 12 mills in thickness. The reserve pit shall be located in cut
material, with at least 50% of the pit volume being below original ground level. Three
sides of the pit will be fenced before drilling starts. The forth side will be fenced as soon
as drilling is completed, and shall remain until the pit is dry. The amount of time the pit
way remain open will typically be specified by the COA's. Once dry, the liner will be cut
and removed at the mud line and the pit will be covered and buried in place.

b. Trash must be contained in a trash cage and hauled away to an approved disposal site as
necessary but no later than the completion of drilling operations.

c. Sewage from trailers and chemical portable toilets will be removed on a regular basis by
a third party contractor and disposed of at an authorized sanitary waste facility.

d. Any and all chemicals used during the drilling and completion of the well will be kept to
a minimum and stored within the boundaries of the well pad. The third party chemical
contractor will be responsible for containment and clean-up and removal of all spilled
chemicals on location.

8. Ancillary Facilities:

a. No ancillary facilities will be required during the drilling or completion of the well.

9. Well Site Layout:

a. Depict the pit, rig, cut and fill, topsoil, etc. on a plat with a scale of at least 1"=50'. See
Exhibit "D" & "E".

b. All equipment and vehicles that will be used to drill and complete this well will remain
within the boundaries of the approved well pad. Any equipment and or vehicles parked or
stored off the location will be considered trespassing on federal lands and will NOT be
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c. Materials obtained from the construction of the location, like topsoil and vegetation will
be stock piled as indicated and permitted by the approved APD. The stock piles
themselves may be outside the approved boundaries of the well pad.

10. Plans for Restoration of the Surface:

a. The top 6 inches of topsoil material will be removed from the location and stockpiled
separately on Adjacent Land or as specified by the approved APD.

b. Topsoil along the access road will be reserved in place adjacent to the road.

c. Within 30-45 days after completion of well, all equipment that is not necessary for
production shall be removed.

d. The reserve pit and that portion of the location not needed for production will be
reclaimed 90-120 days after completion of the well.

e. Before any dirt work to restore the location takes place, the reserve pit must be ready for
burial.

f. All road surfacing will be removed prior to the rehabilitation of roads.

g. Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle use.

h. All disturbed areas will be re-contoured to replicate the natural slope.

i. The stockpiled topsoil will be evenly distributed over the disturbed area.

j. Prior to reseeding, all disturbed areas, including the access roads, will be scarified and
left with a rough surface.

k. Seed will broadcast or drilled between September and November, or at a time specified
by the BLM and or state. If broadcast, a harrow or some other implement will be dragged
over the seeded area to assure seed coverage.

1. The following seed mixture will be used: As specified conditions of approval.

m. If necessary, and abandonment marker will be one of the following, as specified by the
State of Utah:

i. At least four feet above ground level,
ii. At restored ground level, or

iii. Below ground level.
iv. In any case the marker shall be inscribed with the following: operator name, lease

number, well name and description (township, section, range, and either quarter-
quarter or footages).

n. Additional requirements:
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11. Surface and Mineral Ownership:

The Surface is owned by UP&L, PacifiCorp d/b/a Utah Power & Light Compnay, 1407 West
North Temple, Suite 110, Salt Lake City, Utah, 84116. The minerals are leased by XTO
Energy from the State of Utah. See attached Surface Use Agreement. See Exhibit "F".

12. Other Information:

a. Archeological Concerns: An approved contractor will submit the appropriate reports to
the agency as required. Special stipulations will be included in the COA's of the
approved APD.

b. The operator is responsible for informing all persons in the area who are associated with
this project that they will be subject to prosecution for knowingly disturbing historic or
archaeological sites, or for collecting artifacts. If historic or archaeological materials are
uncovered during construction, the operator is to immediately stop work that might
further disturb such materials, and contact the State of Utah Field Office. Within five (5)
working days, the State of Utah will inform the operator as to:

i. Weather the materials appear eligible for the National Register of Historic
Places;

ii. The mitigation measures the operator will likely have to undertake before the site
can be used ( assuming in situ preservation is not necessary); and

iii. A time frame for the State of Utah to complete an expedited review under 36
CFR § 800.11 to confirm, through the State Historic Preservation Officer, that
the findings of the State of Utah are correct and that mitigation is appropriate.

c. If the operator wishes, at any time,to relocate activities to avoid the expenses of
mitigation and/or the delays associated with this process, the State will assume
responsibility for whatever recordation and stabilization of the exposed materials may be
required. Otherwise, the operator will be responsible for mitigation costs. The State of
Utah will provide technical and procedural guidelines for the conduct of mitigation. Upon
Verification from the State of Utah that the required mitigation has been completed, the
operator will then be allowed to resume construction.

d. Threatened and Endangered Species Concerns:

i. An approved contractor will submit the appropriate reports as required. Special
Stipulations will be included in the COA's of the approved APD.

e. Wildlife Seasonal Restrictions: Current wildlife restrictions and closure dates are
specified in the BLM's Environment Impact Statement.

13. The Drilling Program is attached: See Exhibit
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XTO Energy, Inc.

UP&L 17-8-6-14D
DrillingData for APD

July 24, 2007

Surface Location: 834' FSL & 1782' FWL, Sec. 6, T17S, RSE
Bottomhole Location: 660' FSL & 60' FWL, Sec. 6, T17S,R8E

Proposed TD: 4290' MD (3996' TVD) Objective: Ferron Coal
Approximate Elevation: 6593' KB Elevation: 6605'

1. Mud Program:

Interval O'-300' 300'-4290'
Hole Size 14.75" 8.75"

Mud Type Fresh Water/Spud Mud Air/LSNDIGel Chemical
Weight N/A 8.4-8.6

Viscosity N/A 45-60
Water Loss N/A 8-10

a. Drill surface with Fresh Water/Spud Mud. If aeration becomesnecessary, nipple
up 20" rotating head.

b. Air drill to TD using produced water for mist fluid unless excessive water flow is
encounteredthen switchto water based mud. If mud is required, use fibrous
materials as needed to control seepage and lost circulation. Pump high viscosity
sweeps as needed for hole cleaning. Raise viscosity at TD for logging. Reduce
viscosity after logging for cementing.

c. The blooie line will be approximately 100' in length and will extend in a straight
line from belowthe rotating headas indicated in the BOP schematic. An
automatic spark-type igniter will be fixed to the end of the blooie line and set to
provide a continuous spark to ignite and burn anyproduced hydrocarbons and/or
gasses.

d. If necessary, de-dustingwill be accomplishedwith a smallpump, waterline,and
spray nipple positioned near the end of the blooie line to provide a continuous
spray of water.

e. Sufficient mud materials will be stored on location to maintain well control and
combat lost circulation problems that might reasonably be expected.

f. The BOP systemwill be consistent with API RP53 and Onshore Oil & Gas Order
No. 2. Pressure tests of the surface casingand all BOP equipmentsubject to
pressure will be conducted beforedrillingthe casing shoe. Blowout
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UP&L 17-8-6-14D
Drilling Program

controls will be installed prior to drilling the surface casing shoe and will remain
in use until the well is completed or abandoned. Ram preventers shall be
inspected and operated daily. Annular preventers shall be inspected an operated
weekly to ensure good mechanical working order. The inspections and tests shall
be recorded in the drilling log and daily drilling report. See the attached BOP and
choke manifold schematic.

2. Casing Program:

a. Surface Casing set @300' in a 14.75" hole.
11.75,42 #/ft, H-40, ST&C, New, ( 11.084" ID, 10.928" Drift)

Collapse Burst Joint SF SF Burst SF
Press Press Strength Collapse Tension
1070 1980 307 8.23 15.23 24.36

b. Production Casing set @4290' in a 8.75" hole.
5.5", 15.5 #/ft, J-55, ST&C, New, ( 4.950" I.D., 4.825" Drift)
Collapse Burst Joint SF SF Burst SF

Press Press Strength Collapse Tension
4040 4810 202 2.33 2.77 3.037

Safety Factors based on vertical wellbore conditions with hydrostatic of fresh
water with no backup used to calculate burst and collapse. Tension based on
hanging weight in air.

3. Well Heads:

a. Casing Head: Larkin Fig 92 (or equivalent), 13-3/8" nominal, 3,000 psig WP
(6,000 psig test) with 11-3/4" 8rnd thread on bottom and 13-3/8" Flange. NU
BOP and choke manifold (see attached schematic). Stack to consist of drilling
spool with choke and kill lines, double rams with pipe rams on top, blind rams on
bottom. Use cold water and test BOP to 250 psi low and 1,000 psi high. Record
all tests on the IADC report. Inspect accumulator and closing unit to ensure that
pre-charge pressures and oil levels are within API Specifications and report same
on IADC report.

b. Tubing Head: Larkin Fig 612 (or equivalent), 5,000 psig WP (5,000 psig test), 5
½" SOW (or API 8 rnd female thread) on bottom, 7 '/16"5,000 psig flange on top
with two 3" LPOs.

4. Cement Program:

a. Surface: 50 sx of Type V cement (or equivalent) containing 1% CaCl, ¼ pps
Flocele, and 10% Cal Seal mixed at 14.2 ppg and 1.61 ft3/sk.
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UP&L 17-8-6-140
Drilling Program

i. Slurry Volume is 40 fŸ,200% excess of calculated annularvolume to
300'.

b. Production:

i. The production casing will be cemented using 2 (lead and tail) cement
slurries. The lead cement (filler grade) volume will be calculated basedon
a maximum achievable top assuming formation pressure of 1,000 psi at
the shoe. The tail cementwill be calculatedfromTD to 300' abovethe
Upper Ferron Sandstone as indicated on the formation tops table. If fresh
water is encountered in the Emery SS, a DV/ECP will be set belowit and
filler gradecement will be attemptedto circulate to surface.

ii. Lead Cement: 79 sx of CBM Light Weight Cementwith 10 pps Gilsonite
and ¼ pps celloflakemixed at 10.5 ppg and4.15 fŸ/sk.

iii. Tail Cement: 147 sx of CBM Light Weight Cement with 10 pps Gilsonite
and ¼ pps celloflake mixed at 13.5 ppg and 1.81 ft*/sk.

iv. Slurry volume is 592 fŸ,40% excess of calculated annular volume to
1,000 psi hydrostaticoverformationpressure.

5. Logging Program

a. Mud logger: The mud logger will comeon after surface pipe is set andwill
remain until TD. The mud will be logged in 10' intervals.

b. Run Array Induction (if wet), compensated neutron, density,GR, caliper, SP (if
wet), and Pe from TD to the bottomof the surface casing.

6. Formation Tops:

Formation Well Depth
(MD)

Top of Upper Ferron SS 3856
Top of Coal Zone 3886
Top of Lower Ferron SS 4017
Total Depth 4290

a. No known oil zones will be penetrated.

b. Gas bearingsandstonesand coals will be penetrated from 3856' to 4017'.

c. No known fresh water zones will be penetrated. The gas bearingsandstones and
coals may contain in-situwater.
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UP&L 17-8-6-14D
Drilling Program

d. No known mineral zones will be penetrated.

e. Any prospectively valuable minerals and all fresh water zones encountered during
drill will be recorded, cased, and cemented. If possible, water flow rates will be
measured and sampleswill be takenand analyzedwith the results beingsubmitted
to the appropriateagency.

f. Maximum anticipatedbottomholepressure is anticipatedto be less than 1,500 psi.

g. No abnormalpressure, abnormaltemperature,H2S, or other hazardousconditions
are known to exist.

7. CompanyPersonnel:

Name Title Office Phone Mobile Phone
John Egelston Drilling Engineer 505.564.6734 505.330.6902
Jerry Lacy Drilling Superintendent 505.566.7914 505.320.6543
Joshua Stark Project Geologist 817.885.2240 817.565.7158
Leonard West Reservoir Engineer 817.885.2800
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1. Test BOP a installation:

BOP SCHEMATICFOR ° ° "

DRILLINGOPERATIONS Test BOP to Working Press or
to 70% internal yield of surf csg

CLASS 1 (2M) NORMAL (10 min) or which ever is less.

PRESSURE 2. Test operation of (both) rams

ROTATING HEAD

n eleery taripci

record Accumulator
(OPTIONAL) pressure on every tour.

4. Re-pressure test BOP stack after
changing out rams.
5. Have kelly cock valve with handle available.
6. Have safety valve and subs to fit all sizes of

FILL UP LINE drill string on the rig floor and ready to go.

FLOW LINE
TO PIT

PIPE
RAMSI I

I I
I I

BLIND
RAMS

TO CHOKE
MANIFOLD

KILL LINE 2" dia min.
2" dia min. See Choke Manifold drawing for

I specifications
I i

** Remove check or baji HCR VALVE (OPTIONAL)
from check valve and MUD CROSS

press test to same press 2" (MIN) FULL OPENING
as BOP's. ** EXHIBlTQ

1. Test BOP a installation:

BOP SCHEMATICFOR ° ° "

DRILLINGOPERATIONS Test BOP to Working Press or
to 70% internal yield of surf csg

CLASS 1 (2M) NORMAL (10 min) or which ever is less.

PRESSURE 2. Test operation of (both) rams

ROTATING HEAD

n eleery taripci

record Accumulator
(OPTIONAL) pressure on every tour.

4. Re-pressure test BOP stack after
changing out rams.
5. Have kelly cock valve with handle available.
6. Have safety valve and subs to fit all sizes of

FILL UP LINE drill string on the rig floor and ready to go.

FLOW LINE
TO PIT

PIPE
RAMSI I

I I
I I

BLIND
RAMS

TO CHOKE
MANIFOLD

KILL LINE 2" dia min.
2" dia min. See Choke Manifold drawing for

I specifications
I i

** Remove check or baji HCR VALVE (OPTIONAL)
from check valve and MUD CROSS

press test to same press 2" (MIN) FULL OPENING
as BOP's. ** EXHIBlTQ

1. Test BOP a installation:

BOP SCHEMATICFOR ° ° "

DRILLINGOPERATIONS Test BOP to Working Press or
to 70% internal yield of surf csg

CLASS 1 (2M) NORMAL (10 min) or which ever is less.

PRESSURE 2. Test operation of (both) rams

ROTATING HEAD

n eleery taripci

record Accumulator
(OPTIONAL) pressure on every tour.

4. Re-pressure test BOP stack after
changing out rams.
5. Have kelly cock valve with handle available.
6. Have safety valve and subs to fit all sizes of

FILL UP LINE drill string on the rig floor and ready to go.

FLOW LINE
TO PIT

PIPE
RAMSI I

I I
I I

BLIND
RAMS

TO CHOKE
MANIFOLD

KILL LINE 2" dia min.
2" dia min. See Choke Manifold drawing for

I specifications
I i

** Remove check or baji HCR VALVE (OPTIONAL)
from check valve and MUD CROSS

press test to same press 2" (MIN) FULL OPENING
as BOP's. ** EXHIBlTQ



O O i.u
1. Stake all lines from

CHOKE MANIFOLD choke manifold to pit.
2. Pressure test chokeSCHEMATICFOR DRILLING manifoldafter installation.

OPERATIONS 3. Pressure test manifold
CLASS 1 (2M) NORMAL at the same timewith the

PRESSURE BOP Stack. Test manifold
to the same test
pressures.

Manually Adjustable 2" Steel Hard Line to Pit
Choke

Pressure
Gauge 3" Steel Panic Line to Pit

Steel Hard Line Emergancy Use Only
or Acceptable High

Pressure Hose
(2" min dia)

from Mud Cross

Manually Adjustable 2" Steet Hard Line to Pit
Choke

(Manually Adjustable (2" Steel Hard Line to Pit)
Choke)

EXHIBlT
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XTO Energy, Inc.
Planning Report

Database: EDM 2003.14 Single User Db 1.ocalCo·oninate Reference: Site UP&L17-8-6-14D
Company: XTO Energy TVDRelarence: Rig KB @6605,0ft (AWS #507)
Pselect: Utah Wells MDReference: Rig KB @6605.0ft (AWS #507)
Site: UP&L17-8-6-14D Nodh Regelence: True
Wei: UP&L17-84-14D Smvey Calculaden Mediod: MinimumCurvature
WeMbore: UP&L17-84-14D
Design: Permitted Wellbore

Project Utah Wells, Emery Co. & Carbon Co., Utah, Ferron Coal Wells

Map System: US State Plane 1927 (Exact solution) System Datunt Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS) Using Well Reference Point
Map Zone: Utah South 4303

She UP&L17-8-6-14D, T17S, R8E

Site PosRion: Northing: 984,321.97ft Latitude: 39°22' 7.660 N
Flom: Lat/Long Easting: 2,121,4T7.47ft Longitude: 111° 4' 13.756 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 0.26 °

Weg UP&L17-8-6-14D,S Well to FerronSS/Coal Objective

Wei Position +NI4 0.0 ft Northing: 984,321.97 ft LatRude: 39° 22' 7.660 N
+El-W 0.0 ft Easting: 2.121.4T/.47 ft LongRude: 111° 4' 13.756 W

Position Uncertainty 0.0 ft Wellhead Elevation: 6,593.0 ft Ground Level: 6,593.Oft

Weibore UP&L17-84-14D

alagneues ModelName samplecale Decanason DipAngle Pieldstrength

IGRF200510 5/30/2007 12.09 65.13 52.157

Design Permitted Wellbore

Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0

VerScal Secdom DepthFrom(WO) +IS·$ +RI-W DirecUon

0.0 0.0 0,0 260.82

PlanSecdons

Measmed Veldcal Dogleg Build Asa
Depth inclinanon A2Inmih Depth •Rig est.w nata nais Rate no

(it) (*) () (R) (IIþ (R) (*It00R) (*l100R) (*PISOlt) () Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
500.0 0.00 0.00 500.0 0.0 0.0 0.00 0.00 0.00 0.00

1,582.9 35.74 260.82 1,514.0 -52.2 -322.7 3.30 3.30 0.00 260.82
2,410.7 35.74 260.82 2,186.0 -129.3 -800.0 0.00 0.00 0.00 0.00
3,493.6 0.00 0.00 3,200.0 -181.5

-1,122.7 3.30 -3.30 0.00 180.00 UP&L17-84-14D - F
4,293.6 0.00 0.00 4,000.0 -181.5

-1,122.7 0.00 0.00 0.00 0.00
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XTO Energy, Inc.
Planning Report

Database: EDM 2003.14 Single User Db LocalCo<miinaleReference: Site UP&L17-&-6-14D
Company: XTO Energy 1VDRelesence: Rig KB @6605.0ft (AWS#507)
Project: Utah Wells MD Reference: Rig KB @6605.0ft (AWS #507)
Site: UP&L17-8-6-14D NorthReference: True
WeB: UP&L17-8-6-14D Survey Calculation Method: MinimumCurvature
Weibose: UP&L17-8-6-14D
Design: Permitted Wellbore

Planned survey

Measused Vertical Vertical Dogleg BuHd Thre
Depth incunation Azinmih Delith olo.s +st-w section Rate Rate Rate

W (•) f) (til (st) (try (it) ettooit) (Itoon) riteori)
0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00

100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00

11 3/4"
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00

500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 3.30 260.82 599.9 -0.5 -2.8 2.9 3.30 3.30 0.00
700.0 6.60 260.82 699.6 -1.8 -11.4 11.5 3.30 3.30 0.00
800.0 9.90 260.82 798.5 -4.1 -25.5 25.9 3.30 3.30 0.00
900.0 13.20 260.82 896.5 -7.3 -45.3 45.9 3.30 3.30 0.00

1,000.0 16.50 260.82 993.1 -11.4 -70.6 71.5 3.30 3.30 0.00
1,100.0 19.80 260.82 1,088.1 -16.4 -101.3 102.6 3.30 3.30 0.00
1.200.0 23.10 260.82 1,181.2 -22.2 -137.4 139.2 3.30 3.30 0.00
1,300.0 26.40 260.82 1,272.0 -28.9 -178.7 181.1 3.30 3.30 0.00
1,400.0 29.70 260.82 1,360.2 -36.4 -225.2 228.1 3.30 3.30 0.00

1,500.0 33.00 260.82 1,445.6 -44.7 -276.5 280.1 3.30 3.30 0.00
1,582.9 35.74 260.82 1,514.0 -52.2 -322.7 326.9 3.30 3.30 0.00
1,600.0 35.74 260.82 1,527.9 -53.8 -332.6 336.9 0.00 0.00 0.00
1,700.0 35.74 260.82 1,609.1 -63.1 -390.2 395.3 0.00 0.00 0.00
1,800.0 35.74 260.82 1,690.3 -72.4 -447.9 453.7 0.00 0.00 0.00
1,900.0 35.74 260.82 1,771.4 -81.7 -505.5 512.1 0.00 0.00 0.00
2,000 0 35.74 260.82 1,852.6 -91.0 -563.2 570.5 0.00 0.00 0.00
2,100.0 35.74 260.82 1,933.8 -100.3 -620.9 628.9 0.00 0.00 0.00
2,200.0 35.74 260.82 2,015.0 -109.7 -678.5 687.3 0.00 0.00 0.00
2,300.0 35.74 260.82 2,096.1 -119.0 -736.2 745.7 0.00 0.00 0.00

2,400.0 35.74 260.82 2,177.3 -128.3 -793.8 804.1 0.00 0.00 0.00
2,410.7 35.74 260.82 2,186.0 -129.3 -800.0 810.4 0.00 0.00 0.00
2,500.0 32.79 260.82 2,259.8 -137.3 -849.6 860.6 3.30 -3.30 0.00
2,600 0 29.49 260.82 2,345.4 -145.6 -900.7 912.3 3.30 -3.30 0.00
2,700.0 26.19 260.82 2.433.8 -153.0 -946.7 959.0 3.30 -3.30 0.00

2,800.0 22.89 260.82 2,524.7 -159.6 -987.7 1,000.6 3.30 -3.30 0.00
2,900.0 19.59 260.82 2,617.9 -165.4

-1,023.5 1,036.8 3.30 -3.30 0.00
3,000.0 16.29 260.82 2,713.1 -170.3

-1,053.9 1,067.6 3.30 -3.30 0.00
3,100.0 12.99 260.82 2,809.8 -174.4

-1,078.8 1,092.8 3.30 -3.30 0.00
3,200.0 9.69 260.82 2,907.8 -177.5

-1.098 2 1,112.5 3.30 -3,30 0.00
3,300.0 6.39 260.82 3,006.8 -179.7 -1,112.0 1,126 5 3.30 -3.30 0.00
3,400.0 3.09 260.82 3,106.5 -181.1 -1,120.2 1,134.7 3.30 -3.30 0.00
3.493.6 0.00 0.00 3.200.0 -181.5

-1,122.7 1,137.2 3.30 -3.30 0.00
UP&L 17-8·6-14D - Requested BHL

3,500.0 0.00 0.00 3,206.4 -181.5 -1.122.7 1,137.2 0.00 0.00 0.00
3,600.0 0.00 0.00 3,306,4 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
3,700,0 0.00 0.00 3,406.4 -181.5

-1,122.7 1.137.2 0.00 0.00 0.00
3,800.0 0.00 0.00 3,506.4 -181.5 -1,122.7 1,137.2 0.00 0.00 0.00
3,856.6 0.00 0.00 3,563.0 -181.5 -1,122.7 1,137.2 0.00 0.00 0.00

Upper Fenon SS
3,886.6 0.00 0.00 3,593.0 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
Top of Coal Zone

3,900.0 0.00 0.00 3,606.4 -181.5 -1,122.7 1,137.2 0.00 0.00 0.00

3,976.6 0.00 0.00 3,683.0 -181.5
-1,122.7 1,137.2 0.00 0.00 0.00

Bottomof Coa1Zone
4,000.0 0.00 0.00 3,706.4 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
4.016.6 0.00 0.00 3.723.0 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
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-1,122.7 1,137.2 3.30 -3.30 0.00
UP&L 17-8·6-14D - Requested BHL

3,500.0 0.00 0.00 3,206.4 -181.5 -1.122.7 1,137.2 0.00 0.00 0.00
3,600.0 0.00 0.00 3,306,4 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
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Upper Fenon SS
3,886.6 0.00 0.00 3,593.0 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
Top of Coal Zone

3,900.0 0.00 0.00 3,606.4 -181.5 -1,122.7 1,137.2 0.00 0.00 0.00

3,976.6 0.00 0.00 3,683.0 -181.5
-1,122.7 1,137.2 0.00 0.00 0.00

Bottomof Coa1Zone
4,000.0 0.00 0.00 3,706.4 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
4.016.6 0.00 0.00 3.723.0 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
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XTO Energy, Inc.
Planning Report

Database: EDM 2003.14 Single User Db LocalCo·oldinaleRderence: Site UP&L17-8-6-14D
Company: XTO Energy TVDRelerence: Rig KB @6605.0It {AWS#507)
Project: Utah Wells MDRelarence: Rig KB @6605.0ft (AWS#507)
Sile: UP&L 17-8-6-14D North Reference: True
Weli: UP&L17-8-6-14D SurveyCalculaden Method: MinimumCurvature
We11bore: UP&L17-8-6-14D
Design: Permitted Wellbore

Planned Survey

Measused VerWcal Verdeal Dogleg BulM Turn
Depth Inclinadon Azinailh Delith +NMI om.w section Rate Rate Rale

(11) () (•) (W) (it) (g) (8) (*l100It) (°/10011) fl100ft)
1.ower Ferron SS

4,100.0 0.00 0.00 3,806.4 -181.5 -1,122.7 1,137.2 0.00 0.00 0.00
4,200.0 0.00 0.00 3,906.4 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
4,290.0 0.00 0.00 3.996.4 -181.5

-1,122.7 1,137.2 0.00 0.00 0.00
5 1/2"

4,293.6 0.00 0.00 4,000.0 -181.5
-1,122.7 1,137.2 0.00 0.00 0.00

Targels

Teiget Nasne
- idoniss target DipAngle Dip Dir. TVD +NI-8 *Et·W Northing Easting
-shape

(*) (*) (ft) (R) (it) (it) (ft) I.atRude Longaude

UP&L17-8-6-14D -- Rec 0.00 0.00 3,200.0 -181.5
-1,122.7 984,135 36 2,120,355.64 39° 22' 5.867 N 111° 4' 28.046 W

- plan hits target
- Circle (radius 50.0)

Casing Points

Measised Verdcal Casing Hole
Depth Depth Diameter Diaineter
W W Name f) f)

300.0 300.0 11 3/4" 11-3/4 14-3/4
4,290.0 3,996.4 5 1/2" 5-1/2 8-3/4

Fannanons

Measmed VerNcal Dip
Depth Depth Dip Dbection

Naine t.Mholog f) f)
3,856.6 3,563.0 Upper Ferron SS Sandstone 0.00
3,886.6 3,593.0 Top of Coal Zone Coal 0.00
3,976.6 3.683.0 Bottom of Coa1Zone Coal 0.00
4,016.6 3,723.0 Lower Ferron SS Sandstone 0.00

4,003.0 Tununk Shale Shale 0.00
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ENERGY

Wall Nune' UPSL 17-8-8-14D

L Plan Description: &Wellto FerronCoalfSSObjectives
800-

Name TVD +NAS +El-W Lalitude Longitude Shape
UP&L17-8-6·14D-RequesledSHL 3200.0 -181.5 -1122.7 39622'S.867N 111°4'28.046W Chele(Radius:50.0)

Bet(-)/East(+)(3001Win)
Viel: 1 D

g ---
-- WallboreUP&L17-8-614D

Pennited Wellbore

FORMATIONTOP DETNLS

TVDPalhMDPathFmnaion
Tmunk Shale

3563.0 3866.6 UpperFenon SS
3593.0 3886,6 Tap ofCoal Zane

800 3683.0 3976.6 Battom ofCoa1Zene
8723.0 4010.6 Lower PerronSS

ooo

cASINGDETM.8

TVD MD Name Size
lestedBHL 300.0 300.0 113/4" 11-3(4

39064 429Œ0 5 1/2" 5.1/2

NOJECTUETAMk UtahWeis

Geodetic System: US Stale Plane 1927 (Emet solullen)
Datum:NAD1927(NADCONCONUS)

E11 d: Clarke1865
e: UtahSouth4303

SystemDatum:MeanSea Level

SECTIONDETAILS

Sec MD inc Az! TVD +NI-S +El-W DLeg TFace VSee Target
00 1 0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.0

2 500.0 0.00 0.00 500.0 0.0 0.0 0.00 0.00 0.0
31582.9 35.74 260.82 1514.0 -52.2 -322.7 3.30 260.82 328.9
42410.7 35.74 260.82 2186.0 -129.3 -800.0 0.00 0.00 810.4
53493.6 0.00 0.00 3200.0 -181.5 -1122.7 3.30 180.00 1137.2 UP&L17-8-6-14D-RequestedBHL
64293.6 0.00 0.00 4000.0 -181.5 -1122.7 0.00 0.00 1137.2

M
Cost oe

Azimulhe to True North
Magnetic Norlh:12.01P

5 2" Magnelic Field
Strength: 52156.6nT

Tunun shetel DIpAngle 85.13°
Date Ef3Œ2001

I Madel: IGRF200510

3 20 410 64 800 1000 1200

VerticalSection at 200.82" (400
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Operator Certification:

a. Permitting and Compliance:

Kyla Vaughan
Regulatory Compliance
XTO Energy'Inc.
2700 Farmington Avenue, Bldg K, Ste 1
Farmington, NM 87401
505-324-1090

b. Drilling and Completions:

John Egelston
XTO Energy Inc.
2700 Farmington Avenue, Bldg K, Ste l
Farmington, NM 87401
505-324-1090

c. Certification:

I herby certify that I, or persons under my direct supervision, have inspected the proposed drill
site and access route; that I am familiar with the conditions which currently exist; that the
statements made in this APD package are, to the best of my knowledge, true and correct; and that
the work associated with the operations proposed herein will be preformed by XTO Energy Inc.
and its contractors and subcontractors in conformity with this APD package and the terms and
conditions under which it is approved. I also certify responsibility for the operations conducted on
that portion of the leased lands associated with this application, with bond coverage being
provided by XTO Energy Inc. This statement is subject to provisions of 18 U.S.C. § 1001 for the

i

atof a false stateme

Kyla a
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JUL1 7 2007 1407 WestNorthTemple. Suite110

PAciFICORP ""::2¾";=
AMIDAMERICANENERGYHOLDINGS COMPANY (801 90711 707CelluFlar

July 5, 2007

Mr. Ryan O'Kelley
Associate Landman
XTO Energy inc.
810 Houston Street
Fort Worth, TX76102

Re: Amendment No. 3 to the Non-Exclusive Surface Use Agreement Between PacifiCorp and
XTO Energy inc.

Dear Mr. O'Kelley:

XTO Energy Inc. ("XTO") and PacifiCorp have entered into a master Non-Exclusive Surface Use
Agreement dated August 19, 2003 (the "Master Agreement"), which governs all surface facilities associated with
XTO oil & gas exploration and production on lands owned by PacifiCorp in Emery County, Utah. The Master
Agreement provides that new surface facilities be added to the terms of the Master Agreement by amending
Attachment B and Attachment D thereto. Therefore, in order to add new surface facilities to the terms of the
Master Agreement, I have enclosed Amendment 3 to Attachment B of the Master Agreement and Amendment 3
to Attachment D of the Master Agreement. As you know, Attachment B includes all legal descriptions for well
pads, road segments, pipelines, powerlines and utilitycorridors located on PacifiCorp property that is covered
by the Master Agreement. Attachment D includes a breakdown of the annual payment calculations for all road/
utilitycorridor segments described in Attachment B.

If you are in agreement with the terms of the Master Agreement, as amended by the new Attachment B
and Attachment D included with this letter, please have an authorized representative of your company sign on
the line provided at the bottom of this letter. Upon due execution of this letter, the Master Agreement shall be
amended by deleting the existing Attachment B and Attachment D thereto, and by inserting Attachment B and
Attachment D included with this letter (each of which is designated as "Amendment 3") in lieu thereof. Also, as
compensation for the new surface facilities, by signing below, XTO Energy Inc. agrees to send to PacifiCorp a
check in the amount of Mwithin thirtydays of thedate of this letter, as the one-time payment for the
additional facilities located on PacifiCorp property required by Attachment A of the Master Agreement. The new
annual payment schedule is outlined in Attachment D.

If you have any questions, please call me at (801) 220-2516 or (801) 971-1077.

,

S erely,

Brian Y un
Proper A ent

Enclosure(s)

XTO Enprgy inc. and PacifiCorp do hereby amend the Master Agreement in the manner set forth in thisletter.

XTO Energy inc. PacifiCorp

Date Date

XHIBIT
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check in the amount of Mwithin thirtydays of thedate of this letter, as the one-time payment for the
additional facilities located on PacifiCorp property required by Attachment A of the Master Agreement. The new
annual payment schedule is outlined in Attachment D.

If you have any questions, please call me at (801) 220-2516 or (801) 971-1077.

,

S erely,

Brian Y un
Proper A ent

Enclosure(s)

XTO Enprgy inc. and PacifiCorp do hereby amend the Master Agreement in the manner set forth in thisletter.

XTO Energy inc. PacifiCorp

Date Date

XHIBIT
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/01/2007 API NO. ASSIGNED: 43-015-30730

WELL NAME: UP&L 17-8-46-14D

OPERATOR: XTO ENERGY INC ( N2615 ) PHONE NUMBER: 505-324-1090

CONTACT: KYLA VAUGHAN

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SESW 06 170S 080E Tech Review Initials Date
SURFACE: 0834 FSL 1782 FWL
BOTTOM: 0660 FSL 0660 FWL Engineering / L
COUNTY: EMERY

Geology
LATITUDE: 39.36889 LONGITUDE: -111.0704

UTM SURF EASTINGS:493937 NORTHINGS: 4357508 Surface

FIELD NAME: BUZZARD BENCH ( 132 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-48230 PROPOSED FORMATION: FRSD

SURFACE OWNER: 4 - Fee COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[] In ] Sga[] Fee[]
Unit: HUNTINGTON CBM

'
(No.

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No.MUNICIPAL ) /^
Drilling Unit

RDCC Review (Y/N)
Board Cause No: 01 T- 1

F

DaSu

f Agreement /N)
if ate

Intent to Commingle (Y/N)
/ R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS:
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Application for Permit to Drill
Statement of Basis

8/30/2007 Utah Division of Oil, Gas and Mining Page i

APD No API WellNo Status Well Type Surf Owur CBM
478 43-015-30730-00-00 GW P No
Operator XTO ENERGY INC Surface Owner-APD
Well Name UP&L 17-8-16-14D Unit
Field UNDESIGNATED Type of Work
Location SESW 6 17S 8E S 834 FSL 1782 FWL GPS Coord (UTM) 493937E 4357508N

Geologic Statement of Basis
A review of the ground water resources for this location indicates that there are numerous points of diversion
within a one mile radius of this well but no underground sources of water. A moderately permeable soil is
developed on Quaternary/Tertiary Pediment Mantle deposits covering the Upper Portion of the Blue Gate
Member of the Mancos Shale in the mouth of Huntington Creek Canyon. Huntington Creek lies about 1/2 mile
to the east northeast. It is possible that the well will penetrate several sand units of the Emery Sandstone
Member of the Mancos Shale that have been saturated by recharge from the creek. A fresh water/spud mud
drilling fluid program is proposed for the surface casing interval. The proposed surface casing and cementing
program should protect any near surface aquifers encountered during drilling. Water bearing sandstones
encountered in the Emery Sandstone Member of the Mancos Shale should be afforded the protection of casing
and cement. This may require extending the surface casing.

Chris Kierst 8/29/2007
APD Evaluator Date / Time

Surface Statement of Basis
On-site evaluation conducted August 15, 2007. In attendance: Bart Kettle-Division of Oil, Gas and Mining
(DOGM), Ray Trujillo-XTO, Damien Jones-NGO, Chris Nielson-Nielson Construction, Glenn Pinterich-
PacifiCorp Energy, Ray Peterson-Emery County and Allen Childs-Talon Resources. Invited and choosing not
to attend: Ed Bonner-Trust Lands Administration and Jim Davis-Trust Lands Administration.

DOGM recommends that XTO Energy continue to coordinate with PaciflCorp Energy concerning surface use.
Minimum of a 12 mil line will be required in reserve pit.

Bart Kettle 8/15/2007
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and

maintained in the reserve
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DOGM recommends that XTO Energy continue to coordinate with PaciflCorp Energy concerning surface use.
Minimum of a 12 mil line will be required in reserve pit.

Bart Kettle 8/15/2007
Onsite Evaluator Date / Time

Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 12 mils shall be properly installed and

maintained in the reserve

Application for Permit to Drill
Statement of Basis
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APD No API WellNo Status Well Type Surf Owur CBM
478 43-015-30730-00-00 GW P No
Operator XTO ENERGY INC Surface Owner-APD
Well Name UP&L 17-8-16-14D Unit
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Location SESW 6 17S 8E S 834 FSL 1782 FWL GPS Coord (UTM) 493937E 4357508N
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O -SITE PREDRILL EVALUATI N
Utah Division of Oil, Gas and Mining

Operator XTO ENERGY INC
Well Name UP&L 17-8-16-14D
API Number 43-015-30730-0 APD No 478 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 6 Tw 17S Rng 8E 834 FSL 1782 FWL
GPS Coord (UTM) Surface Owner

Participants
Bart Kettle-Division of Oil, Gas and Mining (DOGM), Ray Trujillo-XTO, Damien Jones-NGO, Chris Nielson-Nielson
Construction, Glenn Pinterich-PacifiCorp Energy, Ray Peterson-Emery County and Allen Childs-Talon Resources

Regional/Local Setting & Topography
Proposed project area is ~9 miles northwest of Huntington, located in Emery County Utah. Project site is surrounded by a
series of sharp sandstone ledges cut by deep canyons along the eastern rim of the Wasatch Plateau. Drainages flow into
Huntington Creek within a 3000 feet and eventually to the Green River 60 miles away. Project site is located in a 10-12"
precept zone part way up the eastern slope of the Wasatch Plateau. Regionally agriculture lands are located along the
valley floor 1 mile to the east, and the top of the Wasatch Plateau is 7 miles to the west. With the exception of the Skyline
drive portions of the Wasatch Plateau, regionally the climate is arid rangelands dominated by Salt Scrub shrub lands and
Pinion/Juniper woodlands. Soils in the region are generally poorly developed, and moderate too highly erosive. Locally
the proposed project site lies within lands owned by PacifiCorp Energy within one mile of the Huntington Power Plant
adjacent to their ash haul route.

Surface Use Plan
Current Surface Use
Grazing
Wildlfe Habitat
Industrial

New Road
Miles Well Pad Src Coast Material Surface Formation

0.01 Width 170 Length 260 Onsite MNCS

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Flora

Grass: Crested wheatgrass, Indian ricegrass.
Forbs: Wavey gray thistle, Russian thistle, yellow flixweed.
Shrubs: Rubber rabbit brush, Wyoming sage, cliffrose.
Trees: Utah juniper,two needle pinion pine.
Other: None noted.

Fauna: Rocky mountain elk, mule deer, bobcat, cougar, raccoon, coyote, red fox use possible. Seasonal use by a
host of song birds and raptors. Year long habitat for a host of small reptiles, mammals and birds.

8/30/2007 Page

O -SITE PREDRILL EVALUATI N
Utah Division of Oil, Gas and Mining

Operator XTO ENERGY INC
Well Name UP&L 17-8-16-14D
API Number 43-015-30730-0 APD No 478 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 6 Tw 17S Rng 8E 834 FSL 1782 FWL
GPS Coord (UTM) Surface Owner

Participants
Bart Kettle-Division of Oil, Gas and Mining (DOGM), Ray Trujillo-XTO, Damien Jones-NGO, Chris Nielson-Nielson
Construction, Glenn Pinterich-PacifiCorp Energy, Ray Peterson-Emery County and Allen Childs-Talon Resources

Regional/Local Setting & Topography
Proposed project area is ~9 miles northwest of Huntington, located in Emery County Utah. Project site is surrounded by a
series of sharp sandstone ledges cut by deep canyons along the eastern rim of the Wasatch Plateau. Drainages flow into
Huntington Creek within a 3000 feet and eventually to the Green River 60 miles away. Project site is located in a 10-12"
precept zone part way up the eastern slope of the Wasatch Plateau. Regionally agriculture lands are located along the
valley floor 1 mile to the east, and the top of the Wasatch Plateau is 7 miles to the west. With the exception of the Skyline
drive portions of the Wasatch Plateau, regionally the climate is arid rangelands dominated by Salt Scrub shrub lands and
Pinion/Juniper woodlands. Soils in the region are generally poorly developed, and moderate too highly erosive. Locally
the proposed project site lies within lands owned by PacifiCorp Energy within one mile of the Huntington Power Plant
adjacent to their ash haul route.

Surface Use Plan
Current Surface Use
Grazing
Wildlfe Habitat
Industrial

New Road
Miles Well Pad Src Coast Material Surface Formation

0.01 Width 170 Length 260 Onsite MNCS

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Flora

Grass: Crested wheatgrass, Indian ricegrass.
Forbs: Wavey gray thistle, Russian thistle, yellow flixweed.
Shrubs: Rubber rabbit brush, Wyoming sage, cliffrose.
Trees: Utah juniper,two needle pinion pine.
Other: None noted.

Fauna: Rocky mountain elk, mule deer, bobcat, cougar, raccoon, coyote, red fox use possible. Seasonal use by a
host of song birds and raptors. Year long habitat for a host of small reptiles, mammals and birds.

8/30/2007 Page

O -SITE PREDRILL EVALUATI N
Utah Division of Oil, Gas and Mining

Operator XTO ENERGY INC
Well Name UP&L 17-8-16-14D
API Number 43-015-30730-0 APD No 478 Field/Unit UNDESIGNATED
Location: 1/4,1/4 SESW Sec 6 Tw 17S Rng 8E 834 FSL 1782 FWL
GPS Coord (UTM) Surface Owner

Participants
Bart Kettle-Division of Oil, Gas and Mining (DOGM), Ray Trujillo-XTO, Damien Jones-NGO, Chris Nielson-Nielson
Construction, Glenn Pinterich-PacifiCorp Energy, Ray Peterson-Emery County and Allen Childs-Talon Resources

Regional/Local Setting & Topography
Proposed project area is ~9 miles northwest of Huntington, located in Emery County Utah. Project site is surrounded by a
series of sharp sandstone ledges cut by deep canyons along the eastern rim of the Wasatch Plateau. Drainages flow into
Huntington Creek within a 3000 feet and eventually to the Green River 60 miles away. Project site is located in a 10-12"
precept zone part way up the eastern slope of the Wasatch Plateau. Regionally agriculture lands are located along the
valley floor 1 mile to the east, and the top of the Wasatch Plateau is 7 miles to the west. With the exception of the Skyline
drive portions of the Wasatch Plateau, regionally the climate is arid rangelands dominated by Salt Scrub shrub lands and
Pinion/Juniper woodlands. Soils in the region are generally poorly developed, and moderate too highly erosive. Locally
the proposed project site lies within lands owned by PacifiCorp Energy within one mile of the Huntington Power Plant
adjacent to their ash haul route.

Surface Use Plan
Current Surface Use
Grazing
Wildlfe Habitat
Industrial

New Road
Miles Well Pad Src Coast Material Surface Formation

0.01 Width 170 Length 260 Onsite MNCS

Ancillary Facilities N

Waste Management Plan Adequate? Y

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
Flora

Grass: Crested wheatgrass, Indian ricegrass.
Forbs: Wavey gray thistle, Russian thistle, yellow flixweed.
Shrubs: Rubber rabbit brush, Wyoming sage, cliffrose.
Trees: Utah juniper,two needle pinion pine.
Other: None noted.

Fauna: Rocky mountain elk, mule deer, bobcat, cougar, raccoon, coyote, red fox use possible. Seasonal use by a
host of song birds and raptors. Year long habitat for a host of small reptiles, mammals and birds.

8/30/2007 Page



Soil Type and Characterista
Clay loam, large sandstone fragments

Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required Y
Small drainage diversion required on eastern side of well pad.

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? N Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) >200 0
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) 300 to 1320 10
Native Soil Type Mod permeability 5
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) 10 to 20 5
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 25 Sensitivity Level

Characteristics / Requirements

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 12 Pit Underlayment Required? N

Other Observations / Comments
Site was selected after coordinaation between XTO Energy Inc and PacifiCorp Energy. Original proposal fell within an
area that PacifiCorp Energy predicted would be covered in ash within five years. Well pad was moved to the north and is
now a directional hole.

Bart Kettle 8/15/2007
Evaluator Date / Time
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 1 of 4

Online Services Ageniy 1.ist Business Search

WRPLAT Program Output Listing

Version: 2007.04.13.01 Rundate: 08/29/2007 03:32 PM

Radius search of 5280 feet from a point N834 E1782 from the SW corner, section 06, Township 178, Range 8E, SL b&m Criteria:wrtypes=W,C,E
podtypes=S,U,Sp status=U,A,P usetypes=all

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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STATE OF UTAH, DIVISION OF WATER RIGHTS Page 3 of 4

WR Diversion Well Status Priority Uses CFS ACFT Owner Name
Number Type/Location Log

HUNTINGTON-CLEVELAND
93-1140 Surface A 19220808 I 0.000 4000.000 IRRIGATION COMPANY

N1572 W1466 SE 06 PO BOX 327
17S 8E SL

HUNTINGTON CLEVELAND93-2229 Surface P 18790000 ISP 45.000 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-2230 Surface P 18840000 ISP 77.250 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-2231 Surface P 18880000 ISP 80.000 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-2232 Surface P 18790000 ISP 45.000 0.000 IRRIGATION COMPANY
N100 E1270 SW 05 P.O. BOX 327
17S 8E SL

HUNTINGTON CLEVELAND93-2233 Surface P 18840000 ISP 77.250 0.000 IRRIGATION COMPANY
N100 E1270 SW 05 P.O. BOX 327
17S 8E SL

HUNTINGTON CLEVELAND93-2234 Surface P 18880000 ISP 80.000 0.000 IRRIGATION
N100 E1270 SW 05 C/O J. CRAIG SMITH & DAVID B.
17S 8E SL HARTVIGSEN

HUNTINGTON CLEVELAND93-224 Surface P 18750000 ISP 150.000 0.000 IRRIGATION COMPANY
N760 0 SW 05 17S 8E P.O. BOX 327
SL

HUNTINGTON CLEVELAND93-226 Surface P 18750000 ISP 150.000 0.000 IRRIGATION COMPANY

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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N100 E1270 SW 05 P.O. BOX 327
17S 8E SL

USA BUREAU OF RECLAMATION93-954 Surface A 19620702 IS 75.000 0.000
-- PROVO AREA OFFICE

N1565 W1430 SE 06 UPPER COLORADO REGION
17S 8E SL

PACIFICORP AN OREGON
a25003 Surface A 20001010 S 0.000 1.000 CORPORATION

N190 W182 SE 01 1407 WEST NORTH TEMPLE
17S 7E SL SUITE 110

PACIFICORP DBA UTAH POWER
E1708 Surface A 19800915 IS 0.000 10.800 & LIGHT COMPANY

S700 W1220 E4 06 ATTN: CARLY BURTON
17S 8E SL

Natural Resources | Contact | Disclaimer | Privacy Policy | Accessibility Policy

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe
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O O
Well name: 2007-09 XTO UP&L 17-8-6-14D
operator: XTO Energy, Inc.
String type: Surface Project ID:43-015-30¯/30
Location: Emery County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mudweight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 69 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 150 ft

Burst:
Design factor 1.00 Cement top: 210 ft

Burst
Max anticipated surface

pressure: 264 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 300 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 3,997 ft
Tension is based on air weight. Next mud weight: 8.ð00 ppg
Neutral point: 263 ft Next setting BHP: 1,785 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 300 ft
Injection pressure: 300 psi

itun Segrnent Norninal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 300 11.75 42.00 H-40 ST&C 300 300 10.959 201

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 131 1040 7.947 300 1980 6.60 13 307 24.37 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 27,2007
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERINGSTIPULATIONS:
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
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Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 131 1040 7.947 300 1980 6.60 13 307 24.37 J

Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 27,2007
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City,Utah

ENGINEERINGSTIPULATIONS:
Collapse strength is based on theWestcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of thisdesign willbe thatof the
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Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft")
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Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
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Prepared Helen Sadik-Macdonald Phone: 801-538-5357 Date: September 11,2007
by: Div of Oil,Gas & Minerals FAX: 801-359-3940 Salt Lake City,Utah
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Burst strength is not adjusted for tension.
Collapse strength is (biaxially) derated for doglegs in directional wells by multiplyingthe tensile stress by the cross section area to calculate a
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State AUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
ExecutiveDirector

JON M. HUNTSMAN, JR.
Division of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

October 25, 2007

XTO Energy, Inc.
2700 Farmington Ave.
Farmington, NM 87401

Re: UP&L 17-8-6-14D Well, 834' FSL, 1782' FWL, SE SW, Sec. 6, T. 17 South, R. 8 East,
Bottom Location 660' FSL, 660' FWL, SW SW, Sec. 6, T. 17 South, R. 8 East,
Emery County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-015-30730.

Sincerely,

Gil Hunt -

Associate Director

pab
Enclosures

cc: Emery County Assessor
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &
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O O
Operator: XTO Energy, Inc.

Well Name & Number UP&L 17-8-6-14D

API Number: 43-015-30730
Lease: ML-48230

Location: SE SW Sec._6_ T. 17 South R. 8 East
Bottom Location: SW SW Sec._6_ T. 17 South R. 8 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers
(please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at: (801) 538-5338 office (801) 942-0873 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational
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4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division within
30 days following completion of the well.

7. Surface casing shall be cemented to the
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DIVISIONOF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: XTO ENERGY, INC

Well Name: UP&L 17-8-6-14D

Api No: 43-015-30730 Lease Type: STATE

Section 06 Township 17S Range 08E County EMERY

Drilling Contractor ROCKY MOUNTAIN DRLG RIG # RATHOLE

SPUDDED:
Date 11/27/07

Time 10:00 AM

How DRY

Drilling will Commence: 12/01/07

Reported by DON JOHNSON

Telephone # (719) 859-2651

Date 11/30/07 Signed
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OlL, GAS AND MINING 5. LEASEDESIGNATlONANDSERALNUMBER:
ML-48230

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

T UNITor CA AGREEMENTNAME
Do not use thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells, or to

drillhorizontal laterals. Use APPLICATiONFOR PERMITTQDRighform for suchproposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFOPERATOR. 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR. PHONE NUMBER 10. FIELD AND POOL, OR WLDCAT

382 CR 3100 AZTEC NM 87410 (505) 333-3100 BUZZARDBENCH FERRON SS
4. LOCATIONOF WELL

FOOTAGESAT SURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR. SECTION. TOWNSHIP RANGE, MERIDIAN: SESW 6 17S 8E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSiON TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATON
O NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approxmate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREMOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCilON (START/RESUME) WATER SHUT-OFF

Date ofwork completion

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SPUD
11/27/2007 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly showilipertinent details including dates, depths, volurnes, etc.

XTO Energy Inc. spudded 30" conductor hole on 11/27/2007 &drilled to 80'. Will cement 20" conductor casing on 11/28/2007.
Shut down overnight.

NAME(PLEASEPRINT) HOLLY C. PERKINS ,,72, REGULATORY COMPLIANCETECH

SIGNATURE ,
. DATE 11/28/2007

(This space for State use only)

RECEIVED

(5/2000) (See Instructions on Reverse Side) DECO3
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Approxmate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREMOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCilON (START/RESUME) WATER SHUT-OFF

Date ofwork completion

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SPUD
11/27/2007 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly showilipertinent details including dates, depths, volurnes, etc.

XTO Energy Inc. spudded 30" conductor hole on 11/27/2007 &drilled to 80'. Will cement 20" conductor casing on 11/28/2007.
Shut down overnight.

NAME(PLEASEPRINT) HOLLY C. PERKINS ,,72, REGULATORY COMPLIANCETECH

SIGNATURE ,
. DATE 11/28/2007

(This space for State use only)

RECEIVED

(5/2000) (See Instructions on Reverse Side) DECO3

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OlL, GAS AND MINING 5. LEASEDESIGNATlONANDSERALNUMBER:
ML-48230

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

T UNITor CA AGREEMENTNAME
Do not use thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells, or to

drillhorizontal laterals. Use APPLICATiONFOR PERMITTQDRighform for suchproposals.
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XTO Energy Inc. spudded 30" conductor hole on 11/27/2007 &drilled to 80'. Will cement 20" conductor casing on 11/28/2007.
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. DATE 11/28/2007

(This space for State use only)

RECEIVED

(5/2000) (See Instructions on Reverse Side) DECO3



STATE OF UTAH FORM 6
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL,GASAND MINING

ENTITYACTIONFORM

Operator: XTO ENERGY INC Operator Account Number: N 2615

Address: 382 CR 3100

city A2'TEC

state NM zip 87410 Phone Number: (505) 333-3100

Well 1

API Number Well Name QQ Sec Twp Rng County
4301530730 UP & L 17-8-6-14D SESW 6 17S 8E EMERY

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

11/27/2007

wellAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) H C. RKINS

B - Add new well to existing entity (groupor unit wel Na rint)

C - Re-assign well from one existing entity to anothe i ing entity ,

D - Re-assign well from one existing entity to a new ent ty Signature
E - Other (Explain in 'comments' section) Regulatory ompliance Tech 11/28/2007

COC - Title oate
(5/2000) DECO3 2007

D\VOFOlL,CA3&

STATE OF UTAH FORM 6
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL,GASAND MINING
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COC - Title oate
(5/2000) DECO3 2007

D\VOFOlL,CA3&
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Address: 382 CR 3100
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STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OlL, GAS AND M1NING 5. LEASE DESIGNATIONAND SERIALNUMBER:

ML48230
6. IF INDIANALLOTTEEOR TRIBENAMESUNDRYNOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do not use thisform for proposalsto drillnewwells,significantlydeepen existingwellsbelow currentbottom-hole depth, reenterplugged wells,or to
drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform forsuch proposals.

1. TYPE OF WELL
OILWELL Q GAS WELL 2 OTHER

2. NAMEOFOPERATOR: 9. APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WLDCAT:

382 CR 3100 AZTEC e NM 2,,87410 (505) 333-3100 BUZZARDBENCHIFERRONSS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY EMERY

QTR/QTR,SECTION,TOWNSHIP,RANGE,MERIDIAN: SESW 6 17S 8E STATE:
UTAH

n CHECKAPPROPRIATE BOXES TO INDICATENATUREOF NOTICE,REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CAS1NGREPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date of workcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONQF WELLSITE OTHER: MONTHLY
1/10/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENTFORMATION REPORTING

12 DESORIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, v olumes, etc.

Attached is XTO Energy's rnonthly report for the period of 10/05/2007 to 01/10/2008.

NAME(PLEASEPRINT) DOLENAJOHNSON TITLE OFFICE CLERK

SIGNATUR AN DATE 1/15/2008

(This spacefor State use ortly)

RECEIVED
(5/2000) (See Instructions on Reverse Side) JAN18 2008
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DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OlL, GAS AND M1NING 5. LEASE DESIGNATIONAND SERIALNUMBER:

ML48230
6. IF INDIANALLOTTEEOR TRIBENAMESUNDRYNOTICES AND REPORTS ON WELLS
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XTO Energy - Farmington District Workover Report Page 1 of 1
Farmingfon Well Workover Report

UP & L Well # 17-8-6-14D FERRON

Objective: Drill & Complete
First Report: 12/13/2007
AFE: 712538
12/14/07 Wellview has drlg detail and accumulated cost.

http://dor/rept_workover.asp
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EMERY
UP & L 17-8-6-14D
LOCATION : SESW, Sec 6, T17S, R8E
CONTRACTOR: Frontier Drilling
W1%:
AFE#: 712538
APl#: 43015307300000
DATEFIRST RPT: 11/27/2007

DATE: 11/27/2007
OPERATION: LOCATION MODIFICATION
DFS: -5.15 Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 1,575.00 CWC: 1,575.00
TIME DIST: {12.00) Remove large rocks stickingup on \ocation & start digging flare pit. {12.00) Shut down overnight.

DATE: 11128/2007
OPERATION: LOCATION MODIFICATION
DFS: -4.15 Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 11,575.00 CWC: 13.150.00
TIME DIST: (12.00) Digflare pit& ditch wl trackhoe and Rocky Mtn Drilling drilled 30" conductor hole to 80'. Will cmt 20"conductor

Wednesday morning @ 9;00 AM. {12.00) Shut down overnight.

DATE: 11/29/2007
OPERATION: WO CELLAR RING
DPS: -3.15 Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC: ÓWC 56,060.00 CWC: 69.210.00
TIME DIST: {12.00) Cmt'd 20 "cond, dug rat & mouse holÑsseÑÑÂirárillingequip & 400 bb1KCL tank. (12.00) SDON.

DATE: 11/30/2007
OPERATION: WO CELLAR RING
DFS: -2.15 . Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 28,175.00 CWC: 97,385.00
TIME DIST: (10.00) Dug cellar, move all drillingequip e×cept sub base onto location.. (14.00) SDONO

PREP TO SET CELLAR RINGAND FINISH RIGGUNGUP.

DATE: 12/1/2007
OPERATION: ROADS CLOSED
OFS: -1.15 Footage Made: Measured Depth:
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 33,140.00 CWC: 130,525.00
TIME DIST: (3.00) Set 8' x 8' cellar rig &backfilled. {t6 00) Leveled rig base MI & RUdbl derrick rotary, welded on 20" conductor riser &NL

flowline.. (5 00) WlO blade to open up roads to location & Éíringn last 4 jts of surface casing.

DATE: 12/2/2007
OPERATION: WO WEATHER
OFS: -0.15 Footage Made: Measured Depth:
MW: 8.6 VISC: 38
WOB: RPM: a.
DMC: CMC: DWC: 20.573.00 CWC: 151,098.00
TlME DIST: (24.00) WlO blade....roads closed w/ snow & ice

Also WlO HES & Weatherford to be able to travel f/ Vernal .

DATE: 12/3/2007
OPERATION: CEMENTlNG
DFS: 0.85 Footage Made: 350 Measured Depth: 350
MW: 8.7 VfSC: 45
WOB: 26 RPM: 80
DMC: CMC: DWC: 29,634;00 CWC:
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TIME DIST: (2.00) PU 14 3/4" BHA #1. (1.50) Repair charge pump switch. (11.25) Drillnew form fl 0 to 350' TD surf hole. (1.25) Circfl
TOH & TORCO. (0.50)WL TOTCO@ 320' - 1 deg. (2.50) LDBHA #1. (2.00) Ran 8 jts ( 344.04') 11-3/4", 42#, J-55, ST&C,
new. ERW csg to 320' & set down. {0,75)Wash casing down to 342'-wl insert float valve @ 298', (2.25) RU HES and cmt'g 11
3/4" surface casing, incomplete.

DATE: 12/4/2007
OPERATION: NU BOPE
DFS: 1.85 Footage Made: 0 . èáisured Depth: 350
MW: VISC:
WOB: RPM: n
DMC: CMC: 0WO: 46,798.00 CWC: 227,530.00
TIME DIST: (1.50) HES omt'd surface csg wl 200 sks (57.3 bbis) & ciri10 bbis omt to surface @07:08 hrs 12/3/2007. (14.00) WOC.

(5.00) Welded on casing head. (3.50) NU BOPE.

DATE: 12/5/2007
OPERATION: TESTINGBOPE
DFS: 2.85 Footage Made: 0 Measured Depth: 350
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 40,375.00 CWC: 267,905.00
TIME DIST: (10.00) NUBOPE gas buster &blooie line. (8.50) Wait on tester. (5.50) Testing wellhead, BOPE & chokemanifold to t000 psi

f/ 30 mins & 250 psi Lo f/ 30 mins, incomplete. pipe rams not testing.

DATE: 12/6/2007
OPERATION: DROLLING
OFS; 3.85 Footage Made: 155 Measured Depth: 505
MW: 8.7 VISC: 34
WOB: 9 RRM: 0
DMC: CMC: .DWC: .54,126.00 CWC: 322,031.00
TIME DIST: (1.00) Completed testing BOPE& 11-3/4" surface casing to 1000 psi Hi & 250 psi Lof/ 30 mins. (1.50) Slip & cut drilling line.

(2.00) PU BHA #2. (1.25) TlH w/ BHA #2 to TOC@ 298'. (1.50) DOcmt & float equip fl 298' to 350'. (3.75) Drill NF fl 350' to
436'. {0.50)Service rig. (2.50) Drill NF f/ 430' to 497. (0.75)Circ& pump hi visc sweep. (0.75)TOH w/ 4-1/2" HWDP. (1.00)
LD BHA #2. (5.00) PU & calibrate Weatherford BHA #3 directionaldrilling tools. (1.50) TlH w/ 4-1/2" HWDP. (1.00) Drillnew 8-
3/4" directional hole f/ 497 to 505'.

DATE: 121712007 :

OPERATION: DRELLING
DFS: 4.85 Footage Made: 613 Measured Depth: 1,118
MW: VISC:
WOB: 25 RPM: . O
DMC: CMC: DWC: 34,605.00 CWC: 356,636.00
TIME DIST: (9.50) Rotate & slide drill fl 505' to 781'. (0.50)Service rig.. g.00)Rotate & slide drill f/ 7816 to 1,118'.

DATE: 12/8/2007
OPERATION: DRILLING
DFS: 5.85 Footage Made: 752 Measured Depth: 1,870
MW: 8.6 VISC:
WOB: 21 RPM: 60
DMC: CMC: DWC: 53,783.00 CWC: 410,419.00
TIME DIST; (10.50) Rotate & slide drill fl 1,118' to 1,427'. (0.50)Service rig. (13.00) Rotate & slide drillfl 1,427 to 1,870'.

DATE: 12/9/2007
OPERATION: DRILLING
DFS: 6.85 Footage Made: 699 Measured Depth: 2,569
MW: 8.5 VISC: 38
WOB: 21 RPM: 60 3
DMC: CMC: 35,873.00 CWC: 446,292.00
TIME DIST: (3.00) Rotate & slide drill. (1.25) Repair flowline dresser sle e ( .25) Rotate &slide drill....started air @ 1,000 ofm@2,200'.

(0.50)Service rig. (13.00) Rotate & slide drill.

DATE: 12/10/2007
OPERATION:

TIME DIST: (2.00) PU 14 3/4" BHA #1. (1.50) Repair charge pump switch. (11.25) Drillnew form fl 0 to 350' TD surf hole. (1.25) Circfl
TOH & TORCO. (0.50)WL TOTCO@ 320' - 1 deg. (2.50) LDBHA #1. (2.00) Ran 8 jts ( 344.04') 11-3/4", 42#, J-55, ST&C,
new. ERW csg to 320' & set down. {0,75)Wash casing down to 342'-wl insert float valve @ 298', (2.25) RU HES and cmt'g 11
3/4" surface casing, incomplete.

DATE: 12/4/2007
OPERATION: NU BOPE
DFS: 1.85 Footage Made: 0 . èáisured Depth: 350
MW: VISC:
WOB: RPM: n
DMC: CMC: 0WO: 46,798.00 CWC: 227,530.00
TIME DIST: (1.50) HES omt'd surface csg wl 200 sks (57.3 bbis) & ciri10 bbis omt to surface @07:08 hrs 12/3/2007. (14.00) WOC.

(5.00) Welded on casing head. (3.50) NU BOPE.

DATE: 12/5/2007
OPERATION: TESTINGBOPE
DFS: 2.85 Footage Made: 0 Measured Depth: 350
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 40,375.00 CWC: 267,905.00
TIME DIST: (10.00) NUBOPE gas buster &blooie line. (8.50) Wait on tester. (5.50) Testing wellhead, BOPE & chokemanifold to t000 psi

f/ 30 mins & 250 psi Lo f/ 30 mins, incomplete. pipe rams not testing.

DATE: 12/6/2007
OPERATION: DROLLING
OFS; 3.85 Footage Made: 155 Measured Depth: 505
MW: 8.7 VISC: 34
WOB: 9 RRM: 0
DMC: CMC: .DWC: .54,126.00 CWC: 322,031.00
TIME DIST: (1.00) Completed testing BOPE& 11-3/4" surface casing to 1000 psi Hi & 250 psi Lof/ 30 mins. (1.50) Slip & cut drilling line.

(2.00) PU BHA #2. (1.25) TlH w/ BHA #2 to TOC@ 298'. (1.50) DOcmt & float equip fl 298' to 350'. (3.75) Drill NF fl 350' to
436'. {0.50)Service rig. (2.50) Drill NF f/ 430' to 497. (0.75)Circ& pump hi visc sweep. (0.75)TOH w/ 4-1/2" HWDP. (1.00)
LD BHA #2. (5.00) PU & calibrate Weatherford BHA #3 directionaldrilling tools. (1.50) TlH w/ 4-1/2" HWDP. (1.00) Drillnew 8-
3/4" directional hole f/ 497 to 505'.

DATE: 121712007 :

OPERATION: DRELLING
DFS: 4.85 Footage Made: 613 Measured Depth: 1,118
MW: VISC:
WOB: 25 RPM: . O
DMC: CMC: DWC: 34,605.00 CWC: 356,636.00
TIME DIST: (9.50) Rotate & slide drill fl 505' to 781'. (0.50)Service rig.. g.00)Rotate & slide drill f/ 7816 to 1,118'.

DATE: 12/8/2007
OPERATION: DRILLING
DFS: 5.85 Footage Made: 752 Measured Depth: 1,870
MW: 8.6 VISC:
WOB: 21 RPM: 60
DMC: CMC: DWC: 53,783.00 CWC: 410,419.00
TIME DIST; (10.50) Rotate & slide drill fl 1,118' to 1,427'. (0.50)Service rig. (13.00) Rotate & slide drillfl 1,427 to 1,870'.

DATE: 12/9/2007
OPERATION: DRILLING
DFS: 6.85 Footage Made: 699 Measured Depth: 2,569
MW: 8.5 VISC: 38
WOB: 21 RPM: 60 3
DMC: CMC: 35,873.00 CWC: 446,292.00
TIME DIST: (3.00) Rotate & slide drill. (1.25) Repair flowline dresser sle e ( .25) Rotate &slide drill....started air @ 1,000 ofm@2,200'.

(0.50)Service rig. (13.00) Rotate & slide drill.

DATE: 12/10/2007
OPERATION:

TIME DIST: (2.00) PU 14 3/4" BHA #1. (1.50) Repair charge pump switch. (11.25) Drillnew form fl 0 to 350' TD surf hole. (1.25) Circfl
TOH & TORCO. (0.50)WL TOTCO@ 320' - 1 deg. (2.50) LDBHA #1. (2.00) Ran 8 jts ( 344.04') 11-3/4", 42#, J-55, ST&C,
new. ERW csg to 320' & set down. {0,75)Wash casing down to 342'-wl insert float valve @ 298', (2.25) RU HES and cmt'g 11
3/4" surface casing, incomplete.

DATE: 12/4/2007
OPERATION: NU BOPE
DFS: 1.85 Footage Made: 0 . èáisured Depth: 350
MW: VISC:
WOB: RPM: n
DMC: CMC: 0WO: 46,798.00 CWC: 227,530.00
TIME DIST: (1.50) HES omt'd surface csg wl 200 sks (57.3 bbis) & ciri10 bbis omt to surface @07:08 hrs 12/3/2007. (14.00) WOC.

(5.00) Welded on casing head. (3.50) NU BOPE.

DATE: 12/5/2007
OPERATION: TESTINGBOPE
DFS: 2.85 Footage Made: 0 Measured Depth: 350
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 40,375.00 CWC: 267,905.00
TIME DIST: (10.00) NUBOPE gas buster &blooie line. (8.50) Wait on tester. (5.50) Testing wellhead, BOPE & chokemanifold to t000 psi

f/ 30 mins & 250 psi Lo f/ 30 mins, incomplete. pipe rams not testing.

DATE: 12/6/2007
OPERATION: DROLLING
OFS; 3.85 Footage Made: 155 Measured Depth: 505
MW: 8.7 VISC: 34
WOB: 9 RRM: 0
DMC: CMC: .DWC: .54,126.00 CWC: 322,031.00
TIME DIST: (1.00) Completed testing BOPE& 11-3/4" surface casing to 1000 psi Hi & 250 psi Lof/ 30 mins. (1.50) Slip & cut drilling line.

(2.00) PU BHA #2. (1.25) TlH w/ BHA #2 to TOC@ 298'. (1.50) DOcmt & float equip fl 298' to 350'. (3.75) Drill NF fl 350' to
436'. {0.50)Service rig. (2.50) Drill NF f/ 430' to 497. (0.75)Circ& pump hi visc sweep. (0.75)TOH w/ 4-1/2" HWDP. (1.00)
LD BHA #2. (5.00) PU & calibrate Weatherford BHA #3 directionaldrilling tools. (1.50) TlH w/ 4-1/2" HWDP. (1.00) Drillnew 8-
3/4" directional hole f/ 497 to 505'.

DATE: 121712007 :

OPERATION: DRELLING
DFS: 4.85 Footage Made: 613 Measured Depth: 1,118
MW: VISC:
WOB: 25 RPM: . O
DMC: CMC: DWC: 34,605.00 CWC: 356,636.00
TIME DIST: (9.50) Rotate & slide drill fl 505' to 781'. (0.50)Service rig.. g.00)Rotate & slide drill f/ 7816 to 1,118'.

DATE: 12/8/2007
OPERATION: DRILLING
DFS: 5.85 Footage Made: 752 Measured Depth: 1,870
MW: 8.6 VISC:
WOB: 21 RPM: 60
DMC: CMC: DWC: 53,783.00 CWC: 410,419.00
TIME DIST; (10.50) Rotate & slide drill fl 1,118' to 1,427'. (0.50)Service rig. (13.00) Rotate & slide drillfl 1,427 to 1,870'.

DATE: 12/9/2007
OPERATION: DRILLING
DFS: 6.85 Footage Made: 699 Measured Depth: 2,569
MW: 8.5 VISC: 38
WOB: 21 RPM: 60 3
DMC: CMC: 35,873.00 CWC: 446,292.00
TIME DIST: (3.00) Rotate & slide drill. (1.25) Repair flowline dresser sle e ( .25) Rotate &slide drill....started air @ 1,000 ofm@2,200'.

(0.50)Service rig. (13.00) Rotate & slide drill.

DATE: 12/10/2007
OPERATION:



DFS: 7.85 Footage Made: 983 Measured Depth: 3.172
MW: 8.6 VISC: . 40
WOB: RPM:
DMC: CMC: DWC: 35,693.00 CWC: 481,985.00
TIME DIST: (10.50) Rotate &slide drillw/ 2,000 ofmair. (0.50)Service rig. (13.00) Rotate &slide drillwl 2,000 ofmair.

DATE: 12/11/2007
OPERATION: DRILLENG
DFS: 8.85 Footage Made: 730 Measured Depth: 3,902
MW: 8.6 VISC: 40
WOB: 10 RPM: 0
DMC: CMC: DWC: 84,423.00 CWC: 566,408.00
TIME DIST: (10.50) Slide & rotate drillw/ 2,000 ofmair. (0.50)Service rig. (13.00) Slide & rotate drillw/ 2,000 cfm air.

DATE: 12/12/2007
OPERATION: TOH
DFS: 9.85 Footage Made: 395 Measured Depth: 4,297
MW: 8.7 VISC: 37
WOB: 25 RPM: 72
DMC: CMC: DWC: 37,735.00 CWC: 604,143.00
TIME DIST: (10.75) Rotate &slide drill w/ 2000 cfm air & T BPHsciapsolution. (050) Service rig. (11.25) Rotate & slide drillwl 2000 cfm all

to 4.29T TD. Cut 1' last hour & circ fl logs. GEOLOGICAL PROPOSED TD IS 4,3t6'. (1 50) TOH f/ logs, incomplete.....Rig
generators went down @ 05:45 hrs....attempting to re-store electricity.

DATE: 12/13/2007
OPERATION: LAYlNG DOWN
DFS: 10 85 Footage Made: 0 yeasuredDepth: 4,297
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 75,510.00 CWC: 679,653.00
TIIVIEDIST: (1.00) Replace generators fuel filters & clean fuel lines. (4 00) TOH w/ drill string. (7.75) RU Schlumberger & ran PLATFORM

EXPRESS Laterlog, Density Neutron, GR &cement volume logs f/ 4,301' LTD to 200'. (3 00) TlH wl BHA #3 & 4" DP to 4,295'.
(3.25) Move drilling rig equip out of the way &RU laydown machine. (5.00) LD 4" DP & BHA #3, incomplete.

DATE: 12/14/2007
OPERATION: RIGGING DOWN ROTARY
DFS: 11.85 Footage Made: 0 Measured Depth: 4,297
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 111,774.00 CWC: 791,427.00
TIME DIST: (1.25) Completed laying down BHA #3. (1.00) RUto run casing. (4.00) Ran 96 jts(4,293.12') 5-1/2", 17#, 980, LT&C new

casing to 4,291.12' wl float collar @4.244.52' & marker joint @3,740.73'. (1.00) RD casing crew. (1.75) Load out 10 extra jts
casing & move drillingequip so HES can rig ti¢ {4.00) HES cmt'd51/2" prod esg w/ 240 sks (132 bbis) cot....no circ to surface.
Ris'd HES & rigged down. (11.00) Start rigging down

DFS: 7.85 Footage Made: 983 Measured Depth: 3.172
MW: 8.6 VISC: . 40
WOB: RPM:
DMC: CMC: DWC: 35,693.00 CWC: 481,985.00
TIME DIST: (10.50) Rotate &slide drillw/ 2,000 ofmair. (0.50)Service rig. (13.00) Rotate &slide drillwl 2,000 ofmair.

DATE: 12/11/2007
OPERATION: DRILLENG
DFS: 8.85 Footage Made: 730 Measured Depth: 3,902
MW: 8.6 VISC: 40
WOB: 10 RPM: 0
DMC: CMC: DWC: 84,423.00 CWC: 566,408.00
TIME DIST: (10.50) Slide & rotate drillw/ 2,000 ofmair. (0.50)Service rig. (13.00) Slide & rotate drillw/ 2,000 cfm air.

DATE: 12/12/2007
OPERATION: TOH
DFS: 9.85 Footage Made: 395 Measured Depth: 4,297
MW: 8.7 VISC: 37
WOB: 25 RPM: 72
DMC: CMC: DWC: 37,735.00 CWC: 604,143.00
TIME DIST: (10.75) Rotate &slide drill w/ 2000 cfm air & T BPHsciapsolution. (050) Service rig. (11.25) Rotate & slide drillwl 2000 cfm all

to 4.29T TD. Cut 1' last hour & circ fl logs. GEOLOGICAL PROPOSED TD IS 4,3t6'. (1 50) TOH f/ logs, incomplete.....Rig
generators went down @ 05:45 hrs....attempting to re-store electricity.

DATE: 12/13/2007
OPERATION: LAYlNG DOWN
DFS: 10 85 Footage Made: 0 yeasuredDepth: 4,297
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 75,510.00 CWC: 679,653.00
TIIVIEDIST: (1.00) Replace generators fuel filters & clean fuel lines. (4 00) TOH w/ drill string. (7.75) RU Schlumberger & ran PLATFORM

EXPRESS Laterlog, Density Neutron, GR &cement volume logs f/ 4,301' LTD to 200'. (3 00) TlH wl BHA #3 & 4" DP to 4,295'.
(3.25) Move drilling rig equip out of the way &RU laydown machine. (5.00) LD 4" DP & BHA #3, incomplete.

DATE: 12/14/2007
OPERATION: RIGGING DOWN ROTARY
DFS: 11.85 Footage Made: 0 Measured Depth: 4,297
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 111,774.00 CWC: 791,427.00
TIME DIST: (1.25) Completed laying down BHA #3. (1.00) RUto run casing. (4.00) Ran 96 jts(4,293.12') 5-1/2", 17#, 980, LT&C new

casing to 4,291.12' wl float collar @4.244.52' & marker joint @3,740.73'. (1.00) RD casing crew. (1.75) Load out 10 extra jts
casing & move drillingequip so HES can rig ti¢ {4.00) HES cmt'd51/2" prod esg w/ 240 sks (132 bbis) cot....no circ to surface.
Ris'd HES & rigged down. (11.00) Start rigging down

DFS: 7.85 Footage Made: 983 Measured Depth: 3.172
MW: 8.6 VISC: . 40
WOB: RPM:
DMC: CMC: DWC: 35,693.00 CWC: 481,985.00
TIME DIST: (10.50) Rotate &slide drillw/ 2,000 ofmair. (0.50)Service rig. (13.00) Rotate &slide drillwl 2,000 ofmair.

DATE: 12/11/2007
OPERATION: DRILLENG
DFS: 8.85 Footage Made: 730 Measured Depth: 3,902
MW: 8.6 VISC: 40
WOB: 10 RPM: 0
DMC: CMC: DWC: 84,423.00 CWC: 566,408.00
TIME DIST: (10.50) Slide & rotate drillw/ 2,000 ofmair. (0.50)Service rig. (13.00) Slide & rotate drillw/ 2,000 cfm air.

DATE: 12/12/2007
OPERATION: TOH
DFS: 9.85 Footage Made: 395 Measured Depth: 4,297
MW: 8.7 VISC: 37
WOB: 25 RPM: 72
DMC: CMC: DWC: 37,735.00 CWC: 604,143.00
TIME DIST: (10.75) Rotate &slide drill w/ 2000 cfm air & T BPHsciapsolution. (050) Service rig. (11.25) Rotate & slide drillwl 2000 cfm all

to 4.29T TD. Cut 1' last hour & circ fl logs. GEOLOGICAL PROPOSED TD IS 4,3t6'. (1 50) TOH f/ logs, incomplete.....Rig
generators went down @ 05:45 hrs....attempting to re-store electricity.

DATE: 12/13/2007
OPERATION: LAYlNG DOWN
DFS: 10 85 Footage Made: 0 yeasuredDepth: 4,297
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 75,510.00 CWC: 679,653.00
TIIVIEDIST: (1.00) Replace generators fuel filters & clean fuel lines. (4 00) TOH w/ drill string. (7.75) RU Schlumberger & ran PLATFORM

EXPRESS Laterlog, Density Neutron, GR &cement volume logs f/ 4,301' LTD to 200'. (3 00) TlH wl BHA #3 & 4" DP to 4,295'.
(3.25) Move drilling rig equip out of the way &RU laydown machine. (5.00) LD 4" DP & BHA #3, incomplete.

DATE: 12/14/2007
OPERATION: RIGGING DOWN ROTARY
DFS: 11.85 Footage Made: 0 Measured Depth: 4,297
MW: VISC:
WOB: RPM:
DMC: CMC: DWC: 111,774.00 CWC: 791,427.00

TIME DIST: (1.25) Completed laying down BHA #3. (1.00) RUto run casing. (4.00) Ran 96 jts(4,293.12') 5-1/2", 17#, 980, LT&C new
casing to 4,291.12' wl float collar @4.244.52' & marker joint @3,740.73'. (1.00) RD casing crew. (1.75) Load out 10 extra jts
casing & move drillingequip so HES can rig ti¢ {4.00) HES cmt'd51/2" prod esg w/ 240 sks (132 bbis) cot....no circ to surface.
Ris'd HES & rigged down. (11.00) Start rigging down



O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERAL NUMBER:

ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use thisform for proposals todrillnew wells,significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or to HUNTINGTON CBM UNITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC NM 87410 (505) 333-3100 BUZZARD BENCHIFERRON SS
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL coUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

n CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: JAN-FEB'08
2/29/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY RPTS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. has nothing to report on this well for the months of January & February 2008.

NAME(PLEASEPRINT) DOLENAJOHNSON TITLE OFFICE CLERK

SIGNATURE DATE 3/1/2008

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&
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CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY RPTS

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. has nothing to report on this well for the months of January & February 2008.

NAME(PLEASEPRINT) DOLENAJOHNSON TITLE OFFICE CLERK

SIGNATURE DATE 3/1/2008

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230

SUNDRYNOTICES AND REPORTS ON WELLS 6. IFlNDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals todrillnewwells,significantly deepen existingwellsbelow current bottom-hole depth, reenterplugged wells, or to HUNTINGTON CB MUNITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLformforsuch proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

382 CR 3100 ... AZTEC , NM 87410 (505) 333-3100 BUZZARD BENCH / FRN SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDÒN

CHANGETO PREVlOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: MARCH MONTHLY
3/31/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 03/01/2008 thru 03/31/2008.

NAME(PLEASEPRINT) DOLENA JOHNSON TITLE OFFICE CLERK

SIGNATUR DATE 4/3/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse

O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230

SUNDRYNOTICES AND REPORTS ON WELLS 6. IFlNDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals todrillnewwells,significantly deepen existingwellsbelow current bottom-hole depth, reenterplugged wells, or to HUNTINGTON CB MUNITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLformforsuch proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

382 CR 3100 ... AZTEC , NM 87410 (505) 333-3100 BUZZARD BENCH / FRN SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDÒN

CHANGETO PREVlOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: MARCH MONTHLY
3/31/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 03/01/2008 thru 03/31/2008.

NAME(PLEASEPRINT) DOLENA JOHNSON TITLE OFFICE CLERK

SIGNATUR DATE 4/3/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse

O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISION OF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230

SUNDRYNOTICES AND REPORTS ON WELLS 6. IFlNDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENTNAME:
Do not use this form for proposals todrillnewwells,significantly deepen existingwellsbelow current bottom-hole depth, reenterplugged wells, or to HUNTINGTON CB MUNITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLformforsuch proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

382 CR 3100 ... AZTEC , NM 87410 (505) 333-3100 BUZZARD BENCH / FRN SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDÒN

CHANGETO PREVlOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: MARCH MONTHLY
3/31/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 03/01/2008 thru 03/31/2008.

NAME(PLEASEPRINT) DOLENA JOHNSON TITLE OFFICE CLERK

SIGNATUR DATE 4/3/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse



O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do not use this form for proposals todrillnew wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBMUN ITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OILWELL GAS WELL Ü OTHER UP & L 17-8-6-14D
2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC , NM ,87410 (505) 333-3100 BUZZARD BENCH / FRN SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERID1AN:.SESW 6 17S 8E S STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCT10N TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TJBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: APRIL MONTHLY
4/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 4/01/2008 thru4/30/2008.

EPE PR MC ULEY

DA

FILE2CLERK

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&

O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do not use this form for proposals todrillnew wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBMUN ITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OILWELL GAS WELL Ü OTHER UP & L 17-8-6-14D
2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC , NM ,87410 (505) 333-3100 BUZZARD BENCH / FRN SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERID1AN:.SESW 6 17S 8E S STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCT10N TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TJBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: APRIL MONTHLY
4/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 4/01/2008 thru4/30/2008.

EPE PR MC ULEY

DA

FILE2CLERK

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&

O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do not use this form for proposals todrillnew wells, significantly deepen existing wellsbelow current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBMUN ITdrillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OILWELL GAS WELL Ü OTHER UP & L 17-8-6-14D
2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC , NM ,87410 (505) 333-3100 BUZZARD BENCH / FRN SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERID1AN:.SESW 6 17S 8E S STATE:
UTAH

11 CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCT10N TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGE TJBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: APRIL MONTHLY
4/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 4/01/2008 thru4/30/2008.

EPE PR MC ULEY

DA

FILE2CLERK

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&



XTO Energy - Farmington District Workover Report Page 1 of 1

Farmington Well Workover Report

UP & L Well # 17-8-6-14D FERRON

Objective: Drill & Complete
First 12/13/2007Report:
AFE: 712538

4/11/08 Cont rpt for AFE # 712538 to D & C Ferron Coal. MIRU JW WL. Run GR/CCL/CBL fr/4,065' to 1,800'. (170' of cmt abv
FC. Perfs will be fr/4,038' - 4,134'). Log showed very gd cmt bond fr/4,065' to TOC @2,050'. POH. LD logging tls. RDMO
JW WLU. SWI. Susp rpts to further activity.

http://dor/rept workover.asp
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Farmington Well Workover Report

UP & L Well # 17-8-6-14D FERRON

Objective: Drill & Complete
First 12/13/2007Report:
AFE: 712538

4/11/08 Cont rpt for AFE # 712538 to D & C Ferron Coal. MIRU JW WL. Run GR/CCL/CBL fr/4,065' to 1,800'. (170' of cmt abv
FC. Perfs will be fr/4,038' - 4,134'). Log showed very gd cmt bond fr/4,065' to TOC @2,050'. POH. LD logging tls. RDMO
JW WLU. SWI. Susp rpts to further activity.

http://dor/rept workover.asp

XTO Energy - Farmington District Workover Report Page 1 of 1

Farmington Well Workover Report

UP & L Well # 17-8-6-14D FERRON

Objective: Drill & Complete
First 12/13/2007
Report:
AFE: 712538

4/11/08 Cont rpt for AFE # 712538 to D & C Ferron Coal. MIRU JW WL. Run GR/CCL/CBL fr/4,065' to 1,800'. (170' of cmt abv
FC. Perfs will be fr/4,038' - 4,134'). Log showed very gd cmt bond fr/4,065' to TOC @2,050'. POH. LD logging tls. RDMO
JW WLU. SWI. Susp rpts to further activity.

http://dor/rept workover.asp



Form 3160-5 UNITED STATES 3 • FORM APPROVED(Au us 7) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137
Expires July 31, 2010BUREAU OF LAND MANAGEMENT

5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS ML-48230

Do not use this form for proposals to dri/I or to re-enter an 6. If Indian,Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name and/or No.
HUNTItWI.OT CBI UNIT

l. Type of Well

O onwen O Gas Well Other 8. Well Name and No.
UP & L 17-8-6-14D2. Name of Operator

EM Mc•
9 API WellNo

3a. Address 3b. Phone No. (include area code) 4301530730
382 CR 3100 Aztec, 141 87410 505-333-3100 10 Field and Pool or Fxploratorv Area

4. LocationofWell (Footage, Sec., T, R., M., or Survey Description) BUZZARD BENCEI
834' FSL & 1782' EWL SESW SEC 6-T17S-R8g EERBCN SANDSTONE

11. County or Parish, State

m:RY UTAH
12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acidize Deepen Production (Start/Resume) Waar Shut-OK

Alter Casing Fracture Treat Reclamation Mntegrity
Subsequent Report

Casing Repair New Construction Recomplete X Other IRY '08

FinalAbandonmentNotice Change Plans Plug and Abandon Temporanly Abandon y gg

O cc-2. »=tic. O Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the final site is ready for final inspection.)

Attached is XTO Energy's monthly report for the period of 05/01/2008 to 05/31/2008.

RECEIVED
JUNO6 2008

DIV.0FOIL,GAS&MINING

14. eb cenrte yhat he foregoing is true and correct

Signatur D

tee

06 /2
THIS SPACE F FEDERAL OR STATE OFFICE USE

Approved by Title Date

ConÃÏonsof approval, if any, are attached. Approval of this notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime for any person knowmglyand willfully to make to any department or agency ofthe United States any false,
fictitious or fraudulent statements or representations as to any matter within its

Form 3160-5 UNITED STATES 3 • FORM APPROVED(Au us 7) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137
Expires July 31, 2010BUREAU OF LAND MANAGEMENT

5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS ML-48230

Do not use this form for proposals to dri/I or to re-enter an 6. If Indian,Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name and/or No.
HUNTItWI.OT CBI UNIT

l. Type of Well

O onwen O Gas Well Other 8. Well Name and No.
UP & L 17-8-6-14D2. Name of Operator

EM Mc•
9 API WellNo

3a. Address 3b. Phone No. (include area code) 4301530730
382 CR 3100 Aztec, 141 87410 505-333-3100 10 Field and Pool or Fxploratorv Area

4. LocationofWell (Footage, Sec., T, R., M., or Survey Description) BUZZARD BENCEI
834' FSL & 1782' EWL SESW SEC 6-T17S-R8g EERBCN SANDSTONE

11. County or Parish, State

m:RY UTAH
12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acidize Deepen Production (Start/Resume) Waar Shut-OK

Alter Casing Fracture Treat Reclamation Mntegrity
Subsequent Report

Casing Repair New Construction Recomplete X Other IRY '08

FinalAbandonmentNotice Change Plans Plug and Abandon Temporanly Abandon y gg

O cc-2. »=tic. O Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the final site is ready for final inspection.)

Attached is XTO Energy's monthly report for the period of 05/01/2008 to 05/31/2008.

RECEIVED
JUNO6 2008

DIV.0FOIL,GAS&MINING

14. eb cenrte yhat he foregoing is true and correct

Signatur D

tee

06 /2
THIS SPACE F FEDERAL OR STATE OFFICE USE

Approved by Title Date

ConÃÏonsof approval, if any, are attached. Approval of this notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime for any person knowmglyand willfully to make to any department or agency ofthe United States any false,
fictitious or fraudulent statements or representations as to any matter within its

Form 3160-5 UNITED STATES 3 • FORM APPROVED
(Au us 7) DEPARTMENT OF THE INTERIOR OMB NO. 1004-0137

Expires July 31, 2010BUREAU OF LAND MANAGEMENT
5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS ML-48230
Do not use this form for proposals to dri/I or to re-enter an 6. If Indian,Allottee or Tribe Name

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2 7. If Unit or CA/Agreement, Name and/or No.
HUNTItWI.OT CBI UNIT

l. Type of Well

O onwen O Gas Well Other 8. Well Name and No.
UP & L 17-8-6-14D2. Name of Operator

EM Mc•
9 API WellNo

3a. Address 3b. Phone No. (include area code) 4301530730
382 CR 3100 Aztec, 141 87410 505-333-3100 10 Field and Pool or Fxploratorv Area

4. LocationofWell (Footage, Sec., T, R., M., or Survey Description) BUZZARD BENCEI
834' FSL & 1782' EWL SESW SEC 6-T17S-R8g EERBCN SANDSTONE

11. County or Parish, State

m:RY UTAH
12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Acidize Deepen Production (Start/Resume) Waar Shut-OK

Alter Casing Fracture Treat Reclamation Mntegrity
Subsequent Report

Casing Repair New Construction Recomplete X Other IRY '08

FinalAbandonmentNotice Change Plans Plug and Abandon Temporanly Abandon y gg

O cc-2. »=tic. O Plug Back Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof.
If the proposal is to deepen directionallyor recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
determined that the final site is ready for final inspection.)

Attached is XTO Energy's monthly report for the period of 05/01/2008 to 05/31/2008.

RECEIVED
JUNO6 2008

DIV.0FOIL,GAS&MINING

14. eb cenrte yhat he foregoing is true and correct

Signatur D

tee

06 /2
THIS SPACE F FEDERAL OR STATE OFFICE USE

Approved by Title Date

ConÃÏonsof approval, if any, are attached. Approval of this notice does not warrant or certify that Office
the applicant holds legal or equitable title to those rights in the subject lease which would
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001, and Title 43 U.S.C. Section 1212, makes it a crime for any person knowmglyand willfully to make to any department or agency ofthe United States any false,
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Farmington Well Workover Report

UP & L Well # 017-08-06-140 FERRON

Objective: Drill & Complete
First 12/13/2007Report:
AFE: 712538
5/21/08 Cont rpt for AFE #712538 to D & C Ferron Coal. MIRU BHWS rig #2. PU & TIH w/4-3/4" cone bit; esg scraper & 130 jts

2-7/8" tbg. Tgd TOC @4,082'. SWI SDFN 0 BLWTR

5/22/08 SITP 0 psig, SICP 0 psig. RU pwr swivel. Estb circ & DO 196' of cmt w/6 jts 2-7/8" tbg fr/4,082' - 4,278' (Tbg meas). Circ
well cln. RD swivel. SWI SDFN 0 BLWTR

5/23/08 SITP 0 psig, SICP 0 psig. PT csg to 1,500 psig for 10" w/rig pmp. Tstd ok. Rlsd press. TOH & LD 137jts 2-7/8" tbg bit &
csg scr. Sent tbg into Orangeville yard for storage. Ppd addl 5 BFW & fill csg. ND BOP. NU WH. SWL RDMO BHWS rig
#2. OBLWTR.

http://dor/rept_workover.asp
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STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:
ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to dnll new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CB MUN ITdrillhorizontal laterals. Use APPLICATION FOR PERM1TTO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

382 CR 3100 on AZTEC STATE NM ,,,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 175 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: JUNE '08 MONTHLY
6/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 06/01/2008 thru 06/30/2008.

RECEIVED
JULO7 2008

DIV.OFOIL,GAS&MINING

NAME(PLEASEPR T) WANETT MCCAULEY TITLE FILE CLERK

SIGNATURE r DATE 7/1/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse
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Farmington Well Workover Report

UP & L Well # 017-08-06-14D FERRON

Objective: Drill & Complete
First 12/13/2007Report:
AFE: 712538

6/10/08 Cont rpt for AFE # 712538 to D & C Ferron Coal. Fr/6-10-08 to 6-21-08. Ferron Coal fr/ 4,038' - 4,134'. PBTD @4,245'.
SICP 10 psig. MIRU BHWS Rig #2. BD well. ND frac vlv. NU BOP. PU & TIH w/4-3/4" blade bit, x-over sub & 117 jts 2-
7/8" new tbg Tgd 406' of fill @3,839'. PUH w/4jts 2-7/8" tbg (EOT 3,71l'). SWI. SDFWE. 2,479 BLWTR

6/24/08 SITP 0 psig, SICP 0 psig. TIH w/4 jts 2-7/8" tbg.Tgd fill @3,839'. Ferron Coal fr/ 4,038' - 4,134'. PBTD @4,296'. RU
pwr swivel. MIRU Graco AFU. Estb circ & stg in hole. CO fill w/14 jts 2-7/8" tbg fr/3,839' - 4,296' tbg meas. Circ well cln
for 1 hr. Pmp 15 BFW & kill tbg. RD AFU. RD pwr swivel. TOH w/4 jts 2-7/8" tbg. EOT @4,391'. F. 33 BLW out csg on
2" ck in 1 hr. SWI w/225 psig CP. SDFN. 2,379 BLWTR.

6/25/08 SITP 1,000 psig, SICP 1000 psig. Bd csg. Pmp 100 BFW & kill tbg. TIH w/4 jts 2-7/8" tbg. Tgd 10' of fill @4,286'. TOH
w/4 jts 2-7/8" tbg. EOT @4,191'. RU swab tls. BFL @1,200' FS, S. OBO, 19 BLW, 3 runs, in 1 hr, FFL @2,300' FS.
Well KO flwg up TCA. Flwd wup TCA, on 2" ck. F. OBO, 261 BLW in 8 hr w/gas, wtr & It - tr sd rets. Trip in hole w/4 jts
2-7/8" tbg. Tgd 2' of addl fill @4,284' (PBTD @4,296'). TOH w/10 jts 2-7/8" tbg. SWI w/325 psig CP. SDFN. 2,299
BLWTR. Recd 180 BLW today.

Flow Zone: Ferron
Event Desc: Flow Back Top Interval: 4,038 Bottom Interval: 4,134

Avg Choke BBLS
Time Press Sj_zt Reg Comments

9:00:00 AM 70 2" 37 Csg Press 300.
10:00:00 AM 65 2" 36 Csg Press 315.
l 1:00:00 AM 70 2" 38 Csg Press 325.
12:00:00 PM 72 2" 38 Csg Press 335.
1:00:00 PM 70 2" 36 Csg Press 335.
2:00:00 PM 72 2" 38 Csg Press 340.
3:00:00 PM 72 2" 37 Csg Press 345.

Ttl Bbls: 260

Swab Zone: Ferron

Event Desc: Swab Top Interval: 4,038 Bottom Interval: 4,134

Swab Beg BBLS
Time Runs FL Rec Comments

8:00:00 AM 1 1,200 6
8:15:00 AM l 1,750 6
8:45:00 AM l 2,300 7

Ttl Bbls: 19

6/26/08 SITP 800 psig, SICP 950 psig. BD esg. Pmp 100 BFW & kill tbg. TIH w/4 jts 2-7/8" tbg. Tgd no addl fill. LD 5 jts 2-7/8"
tbg. TOH w/126 jts 2-7/8" tbg. LD xo & bit. TIH w/4-3/4" blade bit, 2-7/8" tbg blr assy & 128 jts 2-7/8" tbg. CO 12' of fill
fr/4,266' - 4,278' (PBTD). TOH w/128 jts 2-7/8" tbg. LD blr assy & bit. Had gd sd recy in blr. PU 2/78" purge vlv, 6' x 2-
7/8" tbg sub, 2705 Cavins desander, 4' x 2-7/8" tbg sub & 2-7/8" SN. TIH w/BHA, 5 jts 2-7/8" tbg, 5-1/2"x 2-7/8" TAC &
121 jts 2-7/8" tbg. SWI w/350 psig CP. SDFN. 2,654 BLWTR

Tubing Location: Lower

ZONE 1 Desc: Ferron Top Perf: 4,038 Btm Perf 4,134 OH: No
Top Btm

Qty Type Description Land Depth Depth Length

http://dor/rept_workover.asp
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121 Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing New 12 3,998 3,986.26'
l Tubing 4-1/2" TAC New 3,998 4,001 2.70'
5 Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing New 4,001 4,166 164.75'
l Tubing 2-7/8" SN New 4,166 4,167 1.10'
l Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing Sub New 4,167 4,171 4.20'
l Tubing 2-7/8" Cavins 2702 Desander New 4,171 7,191 20.20'
l Tubing 2-7/8", 6.5#, J-55, EUE, 8rd Tubing Sub New 4,191 4,197 6.00'
l manual 2-7/8" Purge valve New 4,197 4,l98 0.74'

Total 4,185.95'
Landed @ 4,185.95'

6/27/08 SITP 0 psig, SICP 300 psig. Bd csg. ND BOP. Set TAC @4,000'. Ld tbg w/2-7/8" donut tbg hgr in 13 K tens. SN @
4,166'. EOT @4,197'. PBTD @4,278'. Ferron Coal perfs fr/4,038' - 4,134'. NU WH. PU & loaded Western pump 2-1/2" x
1-3/4" x 24' RHBC-DV pmp (XTO #143) w/l'X 1" stnr nip. TIH w/pmp, 1 - 7/8" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, l -

7/8" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, 1 - 7/8" x 4' stabilizer rod, 4 - 1-
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1 - 7/8" x 4' & 1-1/4" x 26' PR w/1-l/2" x 18' PR Inr. Seated pmp. PT tbg to 1,000 psig w/12 BFW for 10". Tstd ok. Rlsd
press. LS pmp w/rig to 500 psig. SWI. Unable RWTP surf equip not ready. RDMO BHWS rig #2. 2,666 BLWTR.
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O
STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GAS AND MINING 5. LEASE DESIGNATIONAND SERAL NUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENTNAME:

Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells,or t° HUNTINGTON CB MUN ITdrillholizontal laterals. Use APPLICATIONFOR PERM1TTO DRILLform for such proposals.
1. TYPE OF WELL 8. WELLNAMEand NUMBER:

OIL WELL GAS WELL OTHER UP & L 17-8-6-14D
2. NAMEOF OPERATOR: 9. API NUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC NM 87410 (505) 333-3100 BUZZARD BNCH / FERRON SS

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATlON
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBlNG PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(SubmitOriginal Form Only)

O CHANGEWELLSTATUS PRODUCTION(START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMM1NGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: 1ST DELIVERY
CONVERT WELLTYPE RECOMPLETE - DiFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. first delivered this well to Questar throughthe Huntington CDP
@ 11: 00 a.m. on Wednesday, 07/02/2008. IFR of 408 MCFPD.

XTO Allocation Meter #0VO570A
Huntington CDP Meter #000-150

Drilling ahead...

G A R

"BR TT E FILE2CLERK

(This space for State use only)

RECEIVED
JUL,812003

(5/2000) (See Instructions on Reverse Side)
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STATEOFUTAH FORM9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

6. IF INDIAN.ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to HUNTINGTON CBM UN ITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL 8. WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER UP & L 17-8-6-14D
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XTO ENERGY INC. 4301530730
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SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: JULY '08 MONTHLY
7/31/2008

cONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached is XTO Energy's monthly report for the period of 07/01/2008 thru 07/31/2008.

RECEIVED

AUSi i 2008

DN.0FOIL,GAS&MINING

NAME(PLEASEPRINT) WANETT MCCAULEY TITLE FILE CLERK

SlGNATURE DATE 8/4/2008

(This space for State use only)

(5/2000) (See Instructions on Reverse
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XTO Energy - Farmington District Workover Report Page 1 of 1

Farmington Well Workover Report

UP & L Well #017-08-06-14D FERRON

Objective: Drill & Complete
First 12/13/2007Report:
AFE: 712538

7/1/08 Inst Allen Bradley elec V.F.D. Serial # MEAllCG3 and Dynamic Brake resistor on P.U. Inst Autopilot RTU # AO6FJ203,
wtr mtr, power, radio, tbg & csg xmtrs. Inst Allen Bradley elec pmp panel & elec mtr on 912 pmp unit. Ditched in & conn
#1 elec cable fr/power ln to panel. Inst elec sep dump pmp. Auto inst compl.

7/3/08 P. 0 ,
-1

, 0 MCF, FTP 85 psig, FCP 225 psig, , LP 22 psig, SP 0 psig, DP 0 psig, 13 hrs. 13 hrs O&W prod.

7/4/08 P. 0 ,
-l

, 303 MCF, FTP l10 psig, FCP l20 psig, , LP 22 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/5/08 P. 0 ,
-l

, 469 MCF, FTP 132 psig, FCP 98 psig, , LP 22 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/6/08 P. 0 ,
-1

, 434 MCF, FTP 130 psig, FCP 95 psig, , LP 22 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/7/08 P. 0 ,
-1

, 418 MCF, FTP 125 psig, FCP 93 psig, , LP 21 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/8/08 P. 0 ,
-1

, 410 MCF, FTP 120 psig, FCP 91 psig, , LP 21 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/9/08 P. 0 ,
-1

, 403 MCF, FTP 126 psig, FCP 90 psig, , LP 28 psig, SP 0 psig, DP 0 psig, 24 hrs.

http://dor/rept_workover.asp
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, 434 MCF, FTP 130 psig, FCP 95 psig, , LP 22 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/7/08 P. 0 ,
-1

, 418 MCF, FTP 125 psig, FCP 93 psig, , LP 21 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/8/08 P. 0 ,
-1

, 410 MCF, FTP 120 psig, FCP 91 psig, , LP 21 psig, SP 0 psig, DP 0 psig, 24 hrs.

7/9/08 P. 0 ,
-1

, 403 MCF, FTP 126 psig, FCP 90 psig, , LP 28 psig, SP 0 psig, DP 0 psig, 24 hrs.

http://dor/rept_workover.asp



O STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

6. [F INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, signincantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform for such proposals,
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER UP & L 17-8-6-14D
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC STATE NM z,,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSH1P, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

CHANGE TO PREV10US PLANS OPERATOR CHANGE TUB1NGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: AUGUST '08
8/31/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 8/01/2008 thru 8/31/2008.

NAME(PLREEASEPR TDITE FILE2CLERK

(This space for State use only)
REci- NEU

SEPO8 2008

(5/2000) (See instructions on Reverse Side)
DIV.OFOIL,GAS&

O STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

6. [F INDIAN,ALLOTTEEOR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, signincantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform for such proposals,
1. TYPE OF WELL 8. WELL NAMEand NUMBER:

OIL WELL GAS WELL OTHER UP & L 17-8-6-14D
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC STATE NM z,,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSH1P, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

CHANGE TO PREV10US PLANS OPERATOR CHANGE TUB1NGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: AUGUST '08
8/31/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 8/01/2008 thru 8/31/2008.

NAME(PLREEASEPR TDITE FILE2CLERK

(This space for State use only)
REci- NEU

SEPO8 2008

(5/2000) (See instructions on Reverse Side)
DIV.OFOIL,GAS&

O STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

6. [F INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, signincantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRlLLform for such proposals,

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC STATE NM z,,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSH1P, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORAR1LYABANDON

CHANGE TO PREV10US PLANS OPERATOR CHANGE TUB1NGREPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUClNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: AUGUST '08
8/31/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 8/01/2008 thru 8/31/2008.

NAME(PLREEASEPR TDITE FILE2CLERK

(This space for State use only)
REci- NEU

SEPO8 2008

(5/2000) (See instructions on Reverse Side)
DIV.OFOIL,GAS&



O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL

OIL WELL O GAS WELL OTHER L - - 4
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 on AZTEC STATE NM 787410 (505) 333-3100 BUZZARDBENCH / FRN SS

4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MER1DIAN:SESW 6 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SEPTEMBER '08
9/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 9/01/2008 thru 9/30/2008.

SNAGME(PLREEASEPRINT) W TT MCC EY TTE FILE CLERK

(This space for State use only)

RECEIVED
DCIO6 2008

(5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL

OIL WELL O GAS WELL OTHER L - - 4
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 on AZTEC STATE NM 787410 (505) 333-3100 BUZZARDBENCH / FRN SS

4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MER1DIAN:SESW 6 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SEPTEMBER '08
9/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 9/01/2008 thru 9/30/2008.

SNAGME(PLREEASEPRINT) W TT MCC EY TTE FILE CLERK

(This space for State use only)

RECEIVED
DCIO6 2008

(5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEE OR TRIBE NAMESUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.
1. TYPE OF WELL

OIL WELL O GAS WELL OTHER L - - 4
2.NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
382 CR 3100 on AZTEC STATE NM 787410 (505) 333-3100 BUZZARDBENCH / FRN SS

4. LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MER1DIAN:SESW 6 17S 8E S STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: SEPTEMBER '08
9/30/2008

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION MONTHLY REPORT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 9/01/2008 thru 9/30/2008.

SNAGME(PLREEASEPRINT) W TT MCC EY TTE FILE CLERK

(This space for State use only)

RECEIVED
DCIO6 2008

(5/2000) (See Instructions on Reverse Side)
DIV.OFOIL,GAS&



STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. 1FINDIAN,ALLOTTEEORTRlBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottorn-hole depth, reenter plugged wells, or to HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE ÓF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFÖPERATOR: 9.AP1NUMBER:

XTO ENERGY INC. 4301530730
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC NM z,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCAT10N OF WELL

FOOTAGESATSURFACE: $34' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:.SE$W 178 8E $ STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STAP.T/RESUME) WATER SHUT-OFF
Date of work completion:

C0MMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: .OCTOBER 08
10/31/2008

CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION MONTHLYREPORT

12 DESCRIBE PRÒPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 10/01/2008 thru 10/31/2008.

RECEIVED
NOV1O2008

DIV.0F0lL,GAS&MINING

NAME(PLE SEP INT) JENNIFER M. HEMBRY TITLE FILE CLERK

RIGNATilRF DATE 11/5/2008

(This space for State use only)

(5/Ž000) (See instructions on Reverse

STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. 1FINDIAN,ALLOTTEEORTRlBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottorn-hole depth, reenter plugged wells, or to HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE ÓF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFÖPERATOR: 9.AP1NUMBER:

XTO ENERGY INC. 4301530730
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC NM z,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCAT10N OF WELL

FOOTAGESATSURFACE: $34' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:.SE$W 178 8E $ STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STAP.T/RESUME) WATER SHUT-OFF
Date of work completion:

C0MMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: .OCTOBER 08
10/31/2008

CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION MONTHLYREPORT

12 DESCRIBE PRÒPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 10/01/2008 thru 10/31/2008.

RECEIVED
NOV1O2008

DIV.0F0lL,GAS&MINING

NAME(PLE SEP INT) JENNIFER M. HEMBRY TITLE FILE CLERK

RIGNATilRF DATE 11/5/2008

(This space for State use only)

(5/Ž000) (See instructions on Reverse

STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. 1FINDIAN,ALLOTTEEORTRlBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottorn-hole depth, reenter plugged wells, or to HUNTINGTON CBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE ÓF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2.NAMEOFÖPERATOR: 9.AP1NUMBER:

XTO ENERGY INC. 4301530730
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FlELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC NM z,87410 (505) 333-3100 BUZZARDBENCH / FRN SS
4. LOCAT10N OF WELL

FOOTAGESATSURFACE: $34' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:.SE$W 178 8E $ STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (STAP.T/RESUME) WATER SHUT-OFF
Date of work completion:

C0MMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: .OCTOBER 08
10/31/2008

CONVERTWELLTYPE RECOMPLETE-DIFFERENTFORMATION MONTHLYREPORT

12 DESCRIBE PRÒPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy has nothing to report on this well for the period of 10/01/2008 thru 10/31/2008.

RECEIVED
NOV1O2008

DIV.0F0lL,GAS&MINING

NAME(PLE SEP INT) JENNIFER M. HEMBRY TITLE FILE CLERK

RIGNATilRF DATE 11/5/2008

(This space for State use only)

(5/Ž000) (See instructions on Reverse



O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposale to drill new wolle. signifÍcantlydeepen existing wolle below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTONCBM UNIT

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2,NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER; 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC sy,,, NM y 87410 (505) 333-3100 BUZZARD BENCH / FRN SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Dupilcate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will stad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREV10US PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCiNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: DECEMBER 00

11/30/2008 CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION MONTHLY REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy has nothingto report on this well for the period of 11/01/2008 thru11/30/2008.

JENNIFER M. HEMBRY T1TLE REGULATORY CLERK

G A R .. DATE 12/5/2008

flEDEIVED
(This opsce for State use only)

DECO9 2008
DIV.0F 0lL,GAS&MINING

(5/2000) (See instructlons on Reverse

O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposale to drill new wolle. signifÍcantlydeepen existing wolle below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTONCBM UNIT

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2,NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER; 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC sy,,, NM y 87410 (505) 333-3100 BUZZARD BENCH / FRN SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Dupilcate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will stad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREV10US PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCiNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: DECEMBER 00

11/30/2008 CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION MONTHLY REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy has nothingto report on this well for the period of 11/01/2008 thru11/30/2008.

JENNIFER M. HEMBRY T1TLE REGULATORY CLERK

G A R .. DATE 12/5/2008

flEDEIVED
(This opsce for State use only)

DECO9 2008
DIV.0F 0lL,GAS&MINING

(5/2000) (See instructlons on Reverse

O
STATEOFUTAH FORM9

DEPARTMENT OF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5 LEASEDESIGNATIONANDSERIALNUMBER:

ML-48230
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposale to drill new wolle. signifÍcantlydeepen existing wolle below current bottom-hole depth, reenter plugged wells, or t° HUNTINGTONCBM UNIT

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER UP & L 17-8-6-14D

2,NAMEOFOPERATOR: 9.APINUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER; 10. FIELD AND POOL, OR WILDCAT:

382 CR 3100 AZTEC sy,,, NM y 87410 (505) 333-3100 BUZZARD BENCH / FRN SS
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E S STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Dupilcate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will stad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREV10US PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:
COMMINGLEPRODUCiNG FORMATIONS RECLAMATIONOF WELL SITE OTHER: DECEMBER 00

11/30/2008 CONVERT WELL TYPE RECOMPLETE -DIFFERENT FORMATION MONTHLY REPORT

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy has nothingto report on this well for the period of 11/01/2008 thru11/30/2008.

JENNIFER M. HEMBRY T1TLE REGULATORY CLERK

G A R .. DATE 12/5/2008

flEDEIVED
(This opsce for State use only)

DECO9 2008
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STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURALRESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A

la TYPE OF WELL: O
LL

SLL DRY OTNER 7. UNITor CA AGREEMENT NAME

HUNTINGTON CBM UNIT
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

L
HLAORSZ D EP- R -TRY REFSFVR.

OTHER UP & L #17-8-6-14D
2. NAMEOF OPERATOR: 9. API NUMBER:

XTO Energy Inc. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

382 CR 3100 en AZTEC n NM zo 87410 (505) 333-3100 FERRON SS/BUZZARD BENCH
4. LOCATIONOF WELL (FOOTAGES) 11 QTRIQTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
ATSURFACE: 834' FSL & 1782' FWL SESW 6 17S 8E
AT TOP PRODUCING INTERVALREPORTED BELOW:

AT TOTAL DEPTH: --880% 6 ÑO FSA O fogf WL & WSCC/ " ECOU 13. STATE
UTAH

14. DATE SPUDDED: 16. DATE T.D. REACHED: 16. DATECOMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):

11/27/2007 12/11/2007 7/2/2008 ABANDONED READYTO PRODUCE 2 6593' GL
18. TOTAL DEPTH: MD 4.301 19. PLUG BACKT.D : MD 4.290 20. IF MULTIPLECOMPLETIONS, HOW MANY7* 21. DEPTH BRIDGE MD

PLUG SET:
TVD 3.922 TVD 3,967 770

22. TYPE ELECTRIC AND OTHER MECHANICALLOGjl RUN (Submit copy of each) 23

NLlLATERLOG/GRÉL ) E WASWELLCOREDT NO YES (Submitanalysis)

WAS DST RUN7 NO YES (Submlt report)

DIRECTIONALSURVEYT NO YES (Submit copy)

24. CASING AND LINER RECORD (Repon all strings set In well)

HOLE SIZE SIZE/GRADE WEiGHT (#lft.) TOP (MD) BOTTOM (MD) STAGED TMENTER CNO ONFSACKES VOLSUMRE
BL) CEMENT TOP ** AMOUNTPULLED

30" 20" O 80 A 78 SURF
14-3/4" 11.¯/$ J55 42# 0 342 G 200 SURF
8-3/4" 5.5 180 17# 2,050 4,290 III 240 2050

2ð. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" 4,197 |
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORAT1ONSTATUS

(A) BUZZRD BENCH 4,038 4,134 4.038 4.134 0.41 48 open 2 Squeezed

(B) Open ueezed

(C) Open unezed

(D) Open ueezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTAND TYPE OF MATERIAL

4038' - 4134' A. w/1,000 gals 15% HCl. Frac'd w/31,693 gals sllck wtr, 71,786 gals DynAqua-1 frac flc carrying
80,680# 20/40 Brady sd & 103,588# 16/30 Brady sd. Last 45,488# 16/30 Brady sd ppd SlberProp
coated.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT OlRECTIONALSURVEY FLOWING
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUEDONBACK) RECEIVED
DEC17 O

DIV.0F oli nac.x
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DEC17 O

DIV.0F oli nac.x



31. INITIALPRODUCTION INTERVALA (As shown in item #28)

DATE FIRST PRODUCED; TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL; GAS - MCF: WATER- BBL: PROD. METHOD:

7/2/2008 IFR RATES: 408 FLOWING
CHOKE SIZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:

0 10 RATES:

INTERVALB (As shown in Item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS-- MCF: WATER -BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG PRESS. CSO. PRESS. Pl GRAVITY BTU - GAS GAS/OIL RATiO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVALC (As shown in ltem #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL; PROD, METHOD:
RATES; -*

CHOKE S1ZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL; GAS - MCF: WATER- BBL: INTERVALSTATUS;
RATES: -F

INTERVALD (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL; INTERVALSTATUS:
RATES: -•

32. DISPOSITION OF GAS (sold,Used for Fuel, Vented, Etc.)

TO BE SOLD
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof;Cored intervals and all dr1||-stem teste, including depth Interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoverles.

Formation o o m Descriptions, Contents, etc. Name (Messu
edpDopth)

Emery Sandstone 485
Lower Bluegate Shale 1,774
Upper Ferron Sandstone 4,003
Lower Ferron Sandstone 4,207

36. ADDITIONALREMARKS (Include plugging procedure)

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available recorda.

NAME(PLEASEPRINT) LOWD. BI GHA TITLE REGULATORY COMPLIANCETECH

SIGNATURE DATE 12/15/2008

This report must ub itted within 30 days of
• completing or plugging a new well e reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore e significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a dIfferent producing formation • drlllinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20 Show the number of completions if production is measured separately from two or more formations.

** ITEM24: Cement Top -- Show how reported top(s) of cementwere determined (circulated (CIR),calculated (CAL),cement bond log (CBL),temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Sulte 1210 O yBox 145801 Fa×: 801-359-3940 nECEl ÆD
Salt Lake City, Utah 84114-5801

EC 17 2
(5/2000)

DIV,OFOlt,GAS&
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EC 17 2
(5/2000)

DIV,OFOlt,GAS&
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Salt Lake City, Utah 84114-5801
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Weatherford International, Ltd.
Survey Report

Company: XTO ENERGY Date: 12/12/2007 Time: 09:10:39 Page: 1
Field: EMERYCOUNTYUTAH Co-ordinate(NE) Reference: Well: UP&L17-8-6-14D, True North
Site: UP&L17-N-14D Venical (TVD) Reference: SITE 6605.0
Well: UP&L17-M-14D Section (VS) Reference: Well (0.00N,0.00E.261.81Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Field: EMERYCOUNTYUTAH

Map System:US State Plane Coordinate System 1927 Map Zone: Utah, Central Zone
Geo Datum: NAD27(Clarke 1866) Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: UP&L17-8-6-14D

834.15' FSL 1782.42' FWL SECT 6-T17S-R8E
Site Position: Northing: 377435.46 ft Latitude: 39 22 7.660 N
From: Geographic Easting: 2121428.45 ft Longitude: 111 4 13.756 W
Position Uncertainty: 0.00 ft Nonh Reference: True
Ground Level: 6593.00 ft Grid Convergence: 0.28 dog

Well: UP&L17-8-6-14D Slot Name:

Well Position: +N/-S 0.00 ft Northing: 377435.48 ft Latitude: 39 22 7.660 N
+El-W 0.00 ft Easting : 2121428.46 ft Longitude: 111 4 13.756 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Timn Depth: 0.00 ft

Current Datum: SITE Height 6605.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 11/21/2007 Declination: 12.06 deg
Field Strength: 52148 nT Mag Dip Angle: 65.14 deg
Venical Section: Depth From (TVD) +N/-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 261.81

Survey: Survey #1 Start Date: 12/12/2007

Company: Westherford International, Ltd Engineer: ROBERT SCOTT
Tool: MWD;MWD- Standard Tied-to: From Surface

Survey: Survey #1

MD Incl Azim TVD +NI-S +El-W VS DLS Build Turn Tool/Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 MWD

452.00 2.69 122.94 451.83 -5.77 8.90 -7.99 0.60 0.60 0.00 MWD
544.00 1.54 165.26 543.77 -8.14 11.03 -9.76 2.03 -1.25 46.00 MWD
636.00 2.73 223.59 635.72 -10.92 9.83 -8.18 2.53 1.29 63.40 MWD
728.00 3.25 225.60 727.59 -14.33 6.46 -4.35 0.58 0.57 2.18 MWD

820.00 4.50 251.06 819.39 -17.33 1.18 1.30 2.28 1.36 27.67 MWD
913.00 6.50 273.44 911.96 -18.20 -7.53 10.04 3.12 2.15 24.06 MWD

1005.00 10.19 278.56 1002.98 -16.67 -20.78 22.94 4.09 4.01 5.57 MWD
1096.00 13.44 280.81 1092.04 -13.49 -39.13 40.65 3.61 3.57 2.47 MWD
1188.00 17.44 281.69 1180.70 -8.69 -63.14 63.73 4.36 4.35 0.96 MWD

1281.00 23.50 279.19 1267.79 -2.90 -95.12 94.56 6.58 6.52 -2.69 MWD
1374.00 27.00 270.94 1351.91 0.41 -134.56 133.13 5.33 3.76 -8.87 MWD
1469.00 29.47 269.94 1435.61 0,74 -179.50 177.56 2.65 2.60 -1.05 MWD
1564,00 33.06 265.31 1516.81 -1.40 -228.71 226.58 4.54 3.78 -4.87 MWD
1659.00 35.13 260.19 1595.49 -8.18 -281.49 279.78 3.72 2.18 -5.39 MWD

1754.00 38.81 257.81 1671.38 -19.13 -337.54 336.82 4.16 3.87 -2.51 MWD
1849.00 40.07 256.26 1744.75 -32.68 -396.35 396.96 1.68 1.33 -1 63 MWD
1946.00 40.69 256.31 1818.64 -47.58 -457.40 459.51 0.64 0.64 0.05 MWD
2041.00 41.19 256.06 1890.40 -62.44 -517.85 521.46 0.55 0.53 -0.26 MWD
2136.00 41.69 254.44 1961.62 -78.45 -578.64 583.92 1.25 0.53 -1.71 MWD

2231.00 39.09 255.01 2033.97 -94.68 -638.02 645.00 2.76 -2.74 0.60 MWD
2326.00 35.81 254.31 2109.38 -109.95 -693.72 702.31 3.48 -3.45 -0.74 MWD
2421.00 33.88 257.81 2187.35 -123.06 -746.37 756.29 2.92 -2.03 3.68 MWD
2518.00 31.19 258.81 2269.12 -133.64 -797.45 808.35 2.83 -2.77 1.03
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Weatherford International, Ltd.
Survey Report

Company: XTO ENERGY Date: 12/12/2007 Time: 09:10:39 Page: 2
Field: EMERYCOUNTYUTAH Co-ordinate(NE) Reference: Well: UP&L17-8-6-140, True North
Site: UP&L17-8-4-14D Vertical (TVD) Reference: SITE 6605.0
Well: UP&L17-8-4-14D Section (VS) Reference: Well (0.00N,0.00E,261.81Azl)
Welipath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Survey: Survey #1
MD Incl Azim TVD +N/-S +E/-W VS DLS Build Turn Tool/Comment
ft dog deg ft ft ft ft deg/100ft deg/100ft deg/100ft

2613.00 32.30 258.15 2349.91 -143.63 -846.42 858.25 1.22 1,17 -0.69 MWD

2707.00 30.06 259.81 2430.33 -152.95 -894.18 906.85 2.55 -2.38 1.77 MWD
2802,00 28.88 260.56 2513.03 -160,92 -940,23 953.57 1.30 -1.24 0,79 MWD
2896.00 27.81 258.94 2595.76 -168.85 -984.14 998.16 1.40 -1.14 -1.72 MWD
2991.00 23.38 258.19 2681.42 -176.97 -1024.36 1039.13 4.68 -4.66 -0.79 MWD
3088.00 17.63 260.56 2772.24 -183.32 -1057.72 1073,05 5.99 -5.93 2.44 MWD

3181.00 13.36 259.18 2861.84 -187.65 -1082.18 1097.87 4.61 -4.59 -1.48 MWD
3277.00 9.31 258.69 2955.94 -191.26 -1100.70 1116.72 4.22 -4.22 -0.51 MWD
3372.00 6.00 275.44 3050.10 -192.29 -1113.18 1129.22 4.17 -3.48 17.63 MWD
3467.00 4.81 298.69 3144.68 -189.91 -1121 62 1137.23 2.60 -1.25 24.47 MWD
3562.00 2.69 306.81 3239.48 -186.66 -1126.90 1141.99 2.30 -2.23 8.55 MWD

3659,00 2.62 307.81 3336.37 -183.94 -1130.47 1145.14 0.09 -0.07 1.03 MWD
3754.00 2.50 313.94 3431.26 -181.17 -1133.68 1147.92 0.31 -0.13 6.45 MWD
3849.00 2.66 317.44 3526.18 -178.17 -1136.60 1150.39 0.17 0.06 3.68 MWD
3944.00 1.81 1.56 3621.12 -175.11 -1138.00 1151.34 1.88 -0.79 46.44 MWD
4041.00 2.00 5.94 3718.07 -171.89 -1137.78 1150.66 0.25 0.20 4.52 MWD

4136.00 2.00 10.69 3813.01 -168.61 -1137.30 1149.72 0.17 0.00 5.00 MWD
4231.00 1.81 16.06 3907.96 -165.54 -1136.58 1148.57 0.27 -0.20 5.65 MWD
4297.00 1.81 16.06 3973.92 -163.54 -1136.00 1147,71 0.00 0.00 0 00
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Site: UP&L17-8-4-14D Vertical (TVD) Reference: SITE 6605.0
Well: UP&L17-8-4-14D Section (VS) Reference: Well (0.00N,0.00E,261.81Azl)
Welipath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS
FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals todrill newwells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells,ort° HUNTINGTONCBM UNITdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OIL WELL GAS WELL OTHER UP & L #17-8-6-14D

2.NAMEOFOPERATOR: 9.APlNUMBER:

XTO ENERGY INC. 4301530730
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

382CR3100 crry AZTEC STATE NM ZIP87410 (505) 333-3100 BUZZARD BENCH -FRSD
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S SE STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start CASING REPAlR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMAT10NOF WELL SITE OTHER:
8/13/2009

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has completed refracing thiswell per the attached Morning Report.

RECEIVED

AUS17 2009

DIV.0FOIL,GAS&MINING

BARBARAA. NICOL REGULATORYCLERKNAME(PLEASE PRIN ATLEE

8/14/2009

(This space for State use only)

(5/2000) (See Instructions on Reverse
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EXECUTIVE SUMMARY REPORT
8/9/2009 - 8/14/2009

Report run on 8/14/2009 at 2:01 PM

UP - L 17-08-06-14D

Section 06-178-08E, Emery, Utah, Buzzard Bench
Objective: Refrac
Date First Report: 8/10/2009
Method of Production: Beam

Rig Information: 4 Corners Well Service, 2,

8/10/2009 FTP 30 psig, FCP 20 psig. First report for refrac rep. MIRU 4CWS rig # 2.

================================= UP - L 17-08-06-14D -================================

8/11/2009 FTP 30 psig, FCP 20 psig. Bd well. Unseated pmp & LD 1-1/4" x 26' PR. TOH
& LD 49 - 7/8" skr d w/3 guides pr rod, 100 - 3/4" skr d w/3 guides pr rod, 1
- 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 3
- 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1"
x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 4 -

1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod. LD Western pump 2-1/2" x 1
3/4" x 20' REAC-DV pmp w/1' x 1" strnr nip. ND WH, NU frac vlv & BOP. TIH
w/2 jts 2-7/8" tbg, tgd fill @ 4,268', PBTD @ 4,278. LD 2 jts 2-7/8" tbg ,

TOH w/127 jts 2-7/8" tbg, SN, 1 jts 2-7/8" tbg & NC. TIH w/5-1/2" csg scr &
128 jts 2-7/8" tbg. TOH w/128 jts 2-7/8" tbg. LD scr. PU & TIH w/RBP & 124
jts 2-7/8" tbg, set plg @ 4,000'. TOH w/10 jts 2-7/8" tbg. SWI & SDFN. O
BLWTR.

============== === ============== UP - L 17-08-06-14D =================== =============

8/12/2009 SITP O psig, SICP 0 psig. TOH w/124 jts 2-7/8" tbg. MIRU Big red hot oil
PT tbg to 4,000 psig w/30 BFW for 20". Tstd ok. R1sd press. TIH w/RBP retr
head & 124 jts 2-7/8n tbg. Retr 5-1/2" RBP TOH w/124 jts 2-7/8" tbg ld RBP.
TIH w/124 jts 2-7/8" tbg. MIRU Fraq Tec, Ferron Coal perfs fr/4,038' - 4,134'
dwn 2-7/8" tbg w/500 gals 15% HCL at 6 BPM & 0 psig. TOH & ld 16 jts 2-7/8"

tbg let acid sit for 15". Flshd w/100 bbl fw. RDMO Fraq Tec. SWI & SDFN.
130 BLWTR.

================================= UP - L 17-08-06-14D =================================

8/13/2009 SITP 30 psig, SICP 30 psig. Bd well. TOH & LD 108 jts 2-7/8n tbg, MO tbg to
XTO yard. RDMO 4CWS rig # 2. SWI & SDFN. 130 BLWTR. Suspend rpts until
further activity.

================================= UP - L 17-08-06-14D =================================

EXECUTIVE SUMMARY REPORT
8/9/2009 - 8/14/2009
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STATE OF UTAH , FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5 LEASE DESIGNATIONAND SERIAL NUMBER:
ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6NIFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drillnewwells,significantlydeepen existingwellsbelow current bottom-hole depth, reenterpluggedwells,ort° HUNTINGTON CBMUNITdrillhorizontal laterals Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8 WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER UP & L #17-8-6-14D
2 NAME OF OPERATOR: 9 API NUMBER:
XTO ENERGY INC. 4301530730

3 ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC _ NM 87410 (505) 333-3100 BUZZARDBENCH - FRSD

4 LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:9/15/2009
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. has completed refracing this well per the attached Morning Report.

NAME (PLEASE PRINT) BARBARAA. NICOL TITLE REGULATORYCLERK

SIGNATURE DATE

I

(This space for State use only)

RECEIVED

(5/2000) (See Instructions on Reverse Side)
SEP2 1 2009

DIV.0FOIL,GAS&
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1. TYPE OF WELL 8 WELL NAMEand NUMBER:OIL WELL GAS WELL OTHER UP & L #17-8-6-14D
2 NAME OF OPERATOR: 9 API NUMBER:
XTO ENERGY INC. 4301530730

3 ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT:
382 CR 3100 AZTEC _ NM 87410 (505) 333-3100 BUZZARDBENCH - FRSD

4 LOCATION OF WELL

FOOTAGESATSURFACE: 834' FSL & 1782' FWL COUNTY: EMERY

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SESW 6 17S 8E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONNOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of workcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:9/15/2009
CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

XTO Energy Inc. has completed refracing this well per the attached Morning Report.

NAME (PLEASE PRINT) BARBARAA. NICOL TITLE REGULATORYCLERK

SIGNATURE DATE

I

(This space for State use only)

RECEIVED

(5/2000) (See Instructions on Reverse Side)
SEP2 1 2009

DIV.0FOIL,GAS&
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12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc
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SEP2 1 2009

DIV.0FOIL,GAS&



EXECUTIVE SUMMARY REPORT
8/10/2009 - 9/18/2009

Report run on 9/18/2009 at 9:38 AM

UP - L 17-08-06-14D

Section 06-17S-08E, Emery, Utah, Buzzard Bench
Objective: Refrac
Date First Report: 8/10/2009
Method of Production: Beam

Rig Information: 4 Corners Well Service, 2,

8/10/2009 First report for refrac rep. MIRU 4CWS rig # 2.

==================== ============ UP - L 17-08-06-14D ========-====== ==========

8/11/2009 Bd well. Unseated pmp & LD 1-1/4" x 26' PR. TOH & LD 49 - 7/8" skr d w/3
guides pr rod, 100 - 3/4" skr d w/3 guides pr rod, 1 - 1" x 4' stabilizer
rod, 3 - 1-1/2" x 25' sbs, 1 - 1"-x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs,
1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod,
3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, 1 -
1" x 4' stabilizer rod. LD Western pump 2-1/2" x 1 3/4" x 20' RHAC-DV pmp
w/1' X 1" strnr nip. ND WH, NU frac vlv & BOP. TIH w/2 jts 2-7/8" tbg, tgd
fill @ 4,268', PBTD @ 4,278. LD 2 jts 2-7/8" tbg , TOH w/127 jts 2-7/8" tbg,
SN, 1 jts 2-7/8" tbg & NC. TIH w/5-1/2" csg scr & 128 jts 2-7/8" tbg. TOH
w/128 jts 2-7/8" tbg. LD scr. PU & TIH w/RBP & 124 jts 2-7/8" tbg, set plg
@ 4,000'. TOH w/10 jts 2-7/8" tbg. SWI & SDFN.

========= ===- === = ======== UP - L 17-08-06-14D ==========-=-- ==== ======

8/12/2009 TOH w/124 jts 2-7/8" tbg. MIRU Big red hot oil PT tbg to 4,000 psig w/30
BFW for 20". Tstd ok. R1sd press. TIH w/RBP retr head & 124 jts 2-7/8"

tbg. Retr 5-1/2" RBP TOH w/124 jts 2-7/8" tbg ld RBP. TIH w/124 jts 2-7/8"

tbg. MIRU Fraq Tec, Ferron Coal perfs fr/4,038' - 4,134' dwn 2-7/8" tbg w/500
gals 15% HCL at 6 BPM & O psig. TOH & ld 16 jts 2-7/8" tbg let aced sit for
15". Flshd w/100 bbl fw. RDMO Fraq Tec. SWI & SDFN.

=============== == ===== == === UP - L 17-08-05-14D = ======== = = ==== =====

8/13/2009 Bd well. TOH & LD 108 jts 2-7/8" tbg, MO tbg to XTO yard. RDMO 4CWS rig # 2.
SWI & SDFN. Suspend rpts until further activity.

============= === ====== UP - L 17-08-06-14D ======== == ======= == =====

9/15/2009 MIRU CAL FRAC frac crew. Ferron Coal perfs fr/4,038 - 4,134' dwn 5-1/2 csg
w/24 bbl 15% HCL at 6 BPM & 15 psig. Frac Ferron Coal perfs fr/4,038 -

4,134' w/821 bbls slick wtr, 1,789 bbls DynAqua-1 frac fld carrying 76,00
lbs 20/40 Brady sd, & 33,270 lbs 16/30 Brady sd. Last 40,280 lbs 16-30 Brady
sd ppd, SiberProp coated. Frac Gradient 1.17. Flshd w/91 bbl Linear Gel, 3
bb1s short. Sd conc 0.30 - 3.00 ppg. ISIP 2,978 psig, 5" SIP 1,939 psig,
10" SIP 1,734 psig, 15" SIP 1,529 psig. ATP 2,792 psig. AIR48 bpm. Max TP
3,611 psig. Max IR 51 bpm. Max sd conc 3.00 ppg. RDMO CAL FRAC & WLU.
SWI. Susp rpts to further activity.

================== = = ======= UP - L 17-08-06-14D =========== ====== ======
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API Well No: 43015307300000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48230 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 UP&L 17-8-6-14D 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307300000

3. ADDRESS OF OPERATOR:  
 382 Road 3100 , Aztec, NM, 87410 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0834 FSL 1782 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

10/16/2009

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. has completed refracing this well per the attached Morning
Report. The previous subsequent sundry sent 9/18/2009 was incomplete. 

NAME (PLEASE PRINT)  
 Barbara Nicol

TITLE
 Regulatory Clerk

SIGNATURE
 N/A

DATE
 10/30/2009

PHONE NUMBER:
505 333-3159  Ext 

AMENDED 

 

PHONE NUMBER
505 333-3642

October 30, 2009

November 03, 2009

iPI Well No: 43015307300000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING MLEASE2DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP&L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
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FOOTAGESATSURFACE: EMERY

0834 FSL 1782 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr; SESW Section: 06 Township: 17.05 Range: 08.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/16/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: AMENDED

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has completed refracing this well per the attached Morning
Report. The previous subsequent sundry sent 9/18/2009 was incomplete. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR REWÑÑer9,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Clerk

SIGNATURE DATE
N/A 10/30/2009

RECEIVED October 30,

iPI Well No: 43015307300000
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TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

UWENrkRCEPmOpReTtion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/16/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: AMENDED

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. has completed refracing this well per the attached Morning
Report. The previous subsequent sundry sent 9/18/2009 was incomplete. Accepted by the

Utah Division of
Oil, Gas and Mining

FOR REWÑÑer9,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Clerk

SIGNATURE DATE
N/A 10/30/2009

RECEIVED October 30,



October 30, 2009

EXECUTIVE SUMMARY REPORT
8/10/2009 - 10/29/2009

Report run on 10/29/2009 at 2:44 PM

UP - L 17-08-06-14D

Section 06-17S-08E, Emery, Utah, Buzzard Bench

Objective: Refrac
Date First Report: 8/10/2009

8/10/2009 First report for refrac rep. MIRU 4CWS rig # 2.

====== ======= ===== =========== UP - L 17-08-06-14D ===== ==== ===== ===== ======

8/11/2009 Bd well. Unseated pmp & LD 1-1/4" x 26' PR. TOH & LD 49 - 7/8" skr d w/3

guides pr rod, 100 - 3/4" skr d w/3 guides pr rod, 1 - 1" x 4' stabilizer
rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs,
1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod,

3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, 1 -

1" x 4' stabilizer rod. LD Western pump 2-1/2" x 1 3/4" x 20' RHAC-DV pmp
w/1' X 1" strnr nip. ND WH, NU frac vlv & BOP. TIH w/2 jts 2-7/8" tbg, tgd
fill @ 4,268', PBTD @ 4,278. LD 2 jts 2-7/8" tbg , TOH w/127 jts 2-7/8" tbg,
SN, 1 jts 2-7/8" tbg & NC. TIH w/5-1/2" Csg scr & 128 jts 2-7/8" tbg. TOH

w/128 jts 2-7/8" tbg. LD scr. PU & TIH w/RBP & 124 jts 2-7/8" tbg, set plg
@ 4,000'. TOH w/10 jts 2-7/8" tbg. SWI & SDFN.

======== =
======--=======-==== UP -L 17-08-06-14D = === = ====-= ====== =====

8/12/2009 TOH w/124 jts 2-7/8" tbg. MIRU Big red hot oil PT tbg to 4,000 psig w/30

BFW for 20". Tstd ok. Rlsd press. TIH w/RBP retr head & 124 jts 2-7/8"

tbg. Retr 5-1/2" RBP TOH w/124 jts 2-7/8" tbg ld RBP. TIH w/124 jts 2-7/8"

tbg. MIRU Fraq Tec, Ferron Coal perfs fr/4,038' - 4,134' dwn 2-7/8" tbg w/500

gals 15% HCL at 6 BPM & 0 psig. TOH & ld 16 jts 2-7/8" tbg let acid sit for
15". Flshd w/100 bbl fw. RDMO Fraq Tec. SWI & SDFN.

================================= UP - L 17-08-06-14D =================================

8/13/2009 Bd well. TOH & LD 108 jts 2-7/8" tbg, MO tbg to XTO yard. RDMO 4CWS rig # 2.
SWI & SDFN. Suspend rpts until further activity.

================================= UP - L 17-08-06-14D =================================

9/15/2009 MIRU CAL FRAC frac crew. Ferron Coal perfs fr/4,038 - 4,134' dwn 5-1/2 csg
w/24 bbl 15% HCL at 6 BPM & 15 psig. Frac Ferron Coal perfs fr/4,038 -

4,134' w/821 bb1s slick wtr, 1,789 bb1s DynAqua-1 frac fld carrying 76,00

lbs 20/40 Brady sd, & 33,270 lbs 16/30 Brady sd. Last 40,280 lbs 16-30 Brady

sd ppd, SiberProp coated. Frac Gradient 1.17. Flshd w/91 bbl Linear Gel, 3

bb1s short. Sd conc 0.30 - 3.00 ppg. ISIP 2,978 psig, 5" SIP 1,939 psig,
10" SIP 1,734 psig, 15" SIP 1,529 psig. ATP 2,792 psig. AIR48 bpm. Max TP
3,611 psig. Max IR 51 bpm. Max sd conc 3.00 ppg. RDMO CAL FRAC & WLU.
SWI. Susp rpts to further activity.

======== = ==== ======= UP - L 17-08-06-14D =========== ============

10/8/2009 MIRU 4CWS rig # 2. ND frac vlv. NU BOP. PU & TIH w/20 jts 2-7/8" tbg. SWI
& SDFN.

== ===== =============== UP - L 17-08-06-14D == ============== = =======

10/9/2009 Bd well. PU & TIH w/4-3/4" bit & 80 jts 2-7/8" tbg. Tgd fill @ 4,068',
(PBTD @ 4,278') 210' fill. TOH w/20 jts 2-7/8" tbg. SWI & SDFWE.

================ = UP - L 17-08-06-14D = ========= ================

10/12/2009 Bd well. MIRU Graco AFU, est, circ, CO fill fr/4,068' to 4278' (PBTD) w/7
jts 2-7/8" tbg. Circ cln 1hr w/rets of tr of sand. TOH w/14 jts 2-7/8" tbg.
RDMO Graco AFU. SWI & SDFN.

===== ========= UP - L 17-08-06-14D ====== ========= ===== =

10/13/2009 Bd well. TIH w/14 jts 2-7/8" tbg tag 4' of fill © 4,274'. TOH w/4 jts 2-

7/8" tbg. RU & RIH w/swb tls. BFL @ 3,000' FS. S. O BO, 115 BLW, 25 runs,
8 hrs., FFL @ 3,000' FS. Rets of Cln wtr, tr of sd. TIH w/4 jts 2-7/8" tbg
tag 14' of new fill @ 4,260' PBTD @ 4,278'. TOH w/14 jts 2-7/8" tbg. SWI &
SDFN.
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UP - L 17-08-06-14D

Section 06-17S-08E, Emery, Utah, Buzzard Bench

Objective: Refrac
Date First Report: 8/10/2009

8/10/2009 First report for refrac rep. MIRU 4CWS rig # 2.

====== ======= ===== =========== UP - L 17-08-06-14D ===== ==== ===== ===== ======

8/11/2009 Bd well. Unseated pmp & LD 1-1/4" x 26' PR. TOH & LD 49 - 7/8" skr d w/3

guides pr rod, 100 - 3/4" skr d w/3 guides pr rod, 1 - 1" x 4' stabilizer
rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs,
1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod,

3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, 1 -

1" x 4' stabilizer rod. LD Western pump 2-1/2" x 1 3/4" x 20' RHAC-DV pmp
w/1' X 1" strnr nip. ND WH, NU frac vlv & BOP. TIH w/2 jts 2-7/8" tbg, tgd
fill @ 4,268', PBTD @ 4,278. LD 2 jts 2-7/8" tbg , TOH w/127 jts 2-7/8" tbg,
SN, 1 jts 2-7/8" tbg & NC. TIH w/5-1/2" Csg scr & 128 jts 2-7/8" tbg. TOH

w/128 jts 2-7/8" tbg. LD scr. PU & TIH w/RBP & 124 jts 2-7/8" tbg, set plg
@ 4,000'. TOH w/10 jts 2-7/8" tbg. SWI & SDFN.

======== =
======--=======-==== UP -L 17-08-06-14D = === = ====-= ====== =====

8/12/2009 TOH w/124 jts 2-7/8" tbg. MIRU Big red hot oil PT tbg to 4,000 psig w/30

BFW for 20". Tstd ok. Rlsd press. TIH w/RBP retr head & 124 jts 2-7/8"

tbg. Retr 5-1/2" RBP TOH w/124 jts 2-7/8" tbg ld RBP. TIH w/124 jts 2-7/8"

tbg. MIRU Fraq Tec, Ferron Coal perfs fr/4,038' - 4,134' dwn 2-7/8" tbg w/500

gals 15% HCL at 6 BPM & 0 psig. TOH & ld 16 jts 2-7/8" tbg let acid sit for
15". Flshd w/100 bbl fw. RDMO Fraq Tec. SWI & SDFN.

================================= UP - L 17-08-06-14D =================================

8/13/2009 Bd well. TOH & LD 108 jts 2-7/8" tbg, MO tbg to XTO yard. RDMO 4CWS rig # 2.
SWI & SDFN. Suspend rpts until further activity.

================================= UP - L 17-08-06-14D =================================

9/15/2009 MIRU CAL FRAC frac crew. Ferron Coal perfs fr/4,038 - 4,134' dwn 5-1/2 csg
w/24 bbl 15% HCL at 6 BPM & 15 psig. Frac Ferron Coal perfs fr/4,038 -

4,134' w/821 bb1s slick wtr, 1,789 bb1s DynAqua-1 frac fld carrying 76,00

lbs 20/40 Brady sd, & 33,270 lbs 16/30 Brady sd. Last 40,280 lbs 16-30 Brady

sd ppd, SiberProp coated. Frac Gradient 1.17. Flshd w/91 bbl Linear Gel, 3

bb1s short. Sd conc 0.30 - 3.00 ppg. ISIP 2,978 psig, 5" SIP 1,939 psig,
10" SIP 1,734 psig, 15" SIP 1,529 psig. ATP 2,792 psig. AIR48 bpm. Max TP
3,611 psig. Max IR 51 bpm. Max sd conc 3.00 ppg. RDMO CAL FRAC & WLU.
SWI. Susp rpts to further activity.

======== = ==== ======= UP - L 17-08-06-14D =========== ============

10/8/2009 MIRU 4CWS rig # 2. ND frac vlv. NU BOP. PU & TIH w/20 jts 2-7/8" tbg. SWI
& SDFN.

== ===== =============== UP - L 17-08-06-14D == ============== = =======

10/9/2009 Bd well. PU & TIH w/4-3/4" bit & 80 jts 2-7/8" tbg. Tgd fill @ 4,068',
(PBTD @ 4,278') 210' fill. TOH w/20 jts 2-7/8" tbg. SWI & SDFWE.

================ = UP - L 17-08-06-14D = ========= ================

10/12/2009 Bd well. MIRU Graco AFU, est, circ, CO fill fr/4,068' to 4278' (PBTD) w/7
jts 2-7/8" tbg. Circ cln 1hr w/rets of tr of sand. TOH w/14 jts 2-7/8" tbg.
RDMO Graco AFU. SWI & SDFN.

===== ========= UP - L 17-08-06-14D ====== ========= ===== =

10/13/2009 Bd well. TIH w/14 jts 2-7/8" tbg tag 4' of fill © 4,274'. TOH w/4 jts 2-

7/8" tbg. RU & RIH w/swb tls. BFL @ 3,000' FS. S. O BO, 115 BLW, 25 runs,
8 hrs., FFL @ 3,000' FS. Rets of Cln wtr, tr of sd. TIH w/4 jts 2-7/8" tbg
tag 14' of new fill @ 4,260' PBTD @ 4,278'. TOH w/14 jts 2-7/8" tbg. SWI &
SDFN.
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UP - L 17-08-06-14D

Section 06-17S-08E, Emery, Utah, Buzzard Bench

Objective: Refrac
Date First Report: 8/10/2009

8/10/2009 First report for refrac rep. MIRU 4CWS rig # 2.

====== ======= ===== =========== UP - L 17-08-06-14D ===== ==== ===== ===== ======

8/11/2009 Bd well. Unseated pmp & LD 1-1/4" x 26' PR. TOH & LD 49 - 7/8" skr d w/3

guides pr rod, 100 - 3/4" skr d w/3 guides pr rod, 1 - 1" x 4' stabilizer

rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs,
1 - 1" x 4' stabilizer rod, 3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod,

3 - 1-1/2" x 25' sbs, 1 - 1" x 4' stabilizer rod, 4 - 1-1/2" x 25' sbs, 1 -

1" x 4' stabilizer rod. LD Western pump 2-1/2" x 1 3/4" x 20' RHAC-DV pmp
w/1' X 1" strnr nip. ND WH, NU frac vlv & BOP. TIH w/2 jts 2-7/8" tbg, tgd
fill @ 4,268', PBTD @ 4,278. LD 2 jts 2-7/8" tbg , TOH w/127 jts 2-7/8" tbg,
SN, 1 jts 2-7/8" tbg & NC. TIH w/5-1/2" Csg scr & 128 jts 2-7/8" tbg. TOH

w/128 jts 2-7/8" tbg. LD scr. PU & TIH w/RBP & 124 jts 2-7/8" tbg, set plg
@ 4,000'. TOH w/10 jts 2-7/8" tbg. SWI & SDFN.

======== =
======--=======-==== UP -L 17-08-06-14D = === = ====-= ====== =====

8/12/2009 TOH w/124 jts 2-7/8" tbg. MIRU Big red hot oil PT tbg to 4,000 psig w/30

BFW for 20". Tstd ok. Rlsd press. TIH w/RBP retr head & 124 jts 2-7/8"

tbg. Retr 5-1/2" RBP TOH w/124 jts 2-7/8" tbg ld RBP. TIH w/124 jts 2-7/8"

tbg. MIRU Fraq Tec, Ferron Coal perfs fr/4,038' - 4,134' dwn 2-7/8" tbg w/500

gals 15% HCL at 6 BPM & 0 psig. TOH & ld 16 jts 2-7/8" tbg let acid sit for
15". Flshd w/100 bbl fw. RDMO Fraq Tec. SWI & SDFN.

================================= UP - L 17-08-06-14D =================================

8/13/2009 Bd well. TOH & LD 108 jts 2-7/8" tbg, MO tbg to XTO yard. RDMO 4CWS rig # 2.
SWI & SDFN. Suspend rpts until further activity.

================================= UP - L 17-08-06-14D =================================

9/15/2009 MIRU CAL FRAC frac crew. Ferron Coal perfs fr/4,038 - 4,134' dwn 5-1/2 csg
w/24 bbl 15% HCL at 6 BPM & 15 psig. Frac Ferron Coal perfs fr/4,038 -

4,134' w/821 bb1s slick wtr, 1,789 bb1s DynAqua-1 frac fld carrying 76,00

lbs 20/40 Brady sd, & 33,270 lbs 16/30 Brady sd. Last 40,280 lbs 16-30 Brady

sd ppd, SiberProp coated. Frac Gradient 1.17. Flshd w/91 bbl Linear Gel, 3

bb1s short. Sd conc 0.30 - 3.00 ppg. ISIP 2,978 psig, 5" SIP 1,939 psig,
10" SIP 1,734 psig, 15" SIP 1,529 psig. ATP 2,792 psig. AIR48 bpm. Max TP

3,611 psig. Max IR 51 bpm. Max sd conc 3.00 ppg. RDMO CAL FRAC & WLU.
SWI. Susp rpts to further activity.

======== = ==== ======= UP - L 17-08-06-14D =========== ============

10/8/2009 MIRU 4CWS rig # 2. ND frac vlv. NU BOP. PU & TIH w/20 jts 2-7/8" tbg. SWI
& SDFN.

== ===== =============== UP - L 17-08-06-14D == ============== = =======

10/9/2009 Bd well. PU & TIH w/4-3/4" bit & 80 jts 2-7/8" tbg. Tgd fill @ 4,068',
(PBTD @ 4,278') 210' fill. TOH w/20 jts 2-7/8" tbg. SWI & SDFWE.

================ = UP - L 17-08-06-14D = ========= ================

10/12/2009 Bd well. MIRU Graco AFU, est, circ, CO fill fr/4,068' to 4278' (PBTD) w/7
jts 2-7/8" tbg. Circ cln 1hr w/rets of tr of sand. TOH w/14 jts 2-7/8" tbg.
RDMO Graco AFU. SWI & SDFN.

===== ========= UP - L 17-08-06-14D ====== ========= ===== =

10/13/2009 Bd well. TIH w/14 jts 2-7/8" tbg tag 4' of fill © 4,274'. TOH w/4 jts 2-

7/8" tbg. RU & RIH w/swb tls. BFL @ 3,000' FS. S. O BO, 115 BLW, 25 runs,
8 hrs., FFL @ 3,000' FS. Rets of Cln wtr, tr of sd. TIH w/4 jts 2-7/8" tbg
tag 14' of new fill @ 4,260' PBTD @ 4,278'. TOH w/14 jts 2-7/8" tbg. SWI &
SDFN.
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====== === === = ==== UP - L 17-08-06-14D = ===============================

10/14/2009 Bd well. TIH w/4 jts 2-7/8" tbg tag 2' of addl fill @ 4,258'. TOH w/4 jts
2-7/8" tbg. RU & RIH w/swb tls. BFL @ 3,000' FS. S. O BO, 55 BLW, 15 runs,

5 hrs., FFL @ 3,500' FS. Rets of cln wtr, tr of sd. OWU on 24/64" ck. F. O
BO, 15 BLW, 2 hrs., FTP 160 - 200 psig, SICP 260 - 280 psig. TIH w/4 jts 2-

7/8" tbg tag 10' of new fill @ 4,252' PBTD @ 4,278'. TOH w/14 jts 2-7/8"

tbg. SWI & SDFN.

== ========= ======= == UP - L 17-08-06-14D === ====== ======== ======

10/15/2009 Bd well. TIH w/4 jts 2-7/8" tbg no fill. TOH w/124 jts 2-7/8" tbg. TIH
w/4-3/4" blade bit, 2-7/8" tbg pmp blr assy & 124 jts 2-7/8" tbg. CO 26" of

fill fr/4,252' - 4,278' (PBTD) w/4 jt 2-7/8" tbg. LD 4 jts 2-7/8" tbg. TOH

w/100 jts 2-7/8" tbg. LD blr assy & bit. Had gd sd recy in blr. PU 2-7/8"

Cavins Purge V1v, 6' x 2-7/8" tbg sub, 2702 Cavins Desander, 4' x 2-7/8" tbg
sub, SN,. TIH w/BHA, 5 jts 2-7/8" tbg, TAC & 120 jts 2-7/8", 6.5#, J-55,

EUE, Brd tbg. SWI & SDFN.

= ======= ======== ==== UP - L 17-08-06-14D = ========= ===== =======

10/16/2009 Bd well. Bd well. ND BOP. Set TAC @ 3,993'. Ld tbg w/2-7/8" donut tbg hgr
in 12 K tens. SN @ 4,161'. EOT @ 4,192'. PBTD @ 4,278'. Ferron Coal perfs
fr/4,038' - 4,134'. NU WH. PU & loaded Western pump 2-1/2" x 1-1/2" x 16'
RHBC-DV pmp (XTO #189) w/1' X 1" stnr nip. TIH w/pmp, 1 - 1-1/2" x 25'
sinker bar, shear tool, 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sinker

bars, 1 - 7/8" x 4' stabilizer rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x

4' stabilizer rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x 4' stabilizer
rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x 4' stabilizer rod, 3 - 1-1/2" x

25' sinker bars, 1 - 7/8" x 4' stabilizer rod, 1 - 1-1/2" x 25' sinker bar,
100 - 3/4" Norris 54 guided rods, 47 - 7/8" Norris 54 guided rods, and a 1-

1/4" x 26' polished rod. Seated pmp. PT tbg to 1,000 psig w/10 BFW for 10".
Tstd ok. R1sd press. LS pmp w/rig to 500 psig. GPA. HWo & RDMO 4CWS rig
#2. RWTP @ 4:00 PM.

================================= UP - L 17-08-06-14D =================================
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====== === === = ==== UP - L 17-08-06-14D = ===============================

10/14/2009 Bd well. TIH w/4 jts 2-7/8" tbg tag 2' of addl fill @ 4,258'. TOH w/4 jts
2-7/8" tbg. RU & RIH w/swb tls. BFL @ 3,000' FS. S. O BO, 55 BLW, 15 runs,

5 hrs., FFL @ 3,500' FS. Rets of cln wtr, tr of sd. OWU on 24/64" ck. F. O
BO, 15 BLW, 2 hrs., FTP 160 - 200 psig, SICP 260 - 280 psig. TIH w/4 jts 2-

7/8" tbg tag 10' of new fill @ 4,252' PBTD @ 4,278'. TOH w/14 jts 2-7/8"

tbg. SWI & SDFN.

== ========= ======= == UP - L 17-08-06-14D === ====== ======== ======

10/15/2009 Bd well. TIH w/4 jts 2-7/8" tbg no fill. TOH w/124 jts 2-7/8" tbg. TIH
w/4-3/4" blade bit, 2-7/8" tbg pmp blr assy & 124 jts 2-7/8" tbg. CO 26" of

fill fr/4,252' - 4,278' (PBTD) w/4 jt 2-7/8" tbg. LD 4 jts 2-7/8" tbg. TOH

w/100 jts 2-7/8" tbg. LD blr assy & bit. Had gd sd recy in blr. PU 2-7/8"

Cavins Purge V1v, 6' x 2-7/8" tbg sub, 2702 Cavins Desander, 4' x 2-7/8" tbg
sub, SN,. TIH w/BHA, 5 jts 2-7/8" tbg, TAC & 120 jts 2-7/8", 6.5#, J-55,

EUE, Brd tbg. SWI & SDFN.

= ======= ======== ==== UP - L 17-08-06-14D = ========= ===== =======

10/16/2009 Bd well. Bd well. ND BOP. Set TAC @ 3,993'. Ld tbg w/2-7/8" donut tbg hgr
in 12 K tens. SN @ 4,161'. EOT @ 4,192'. PBTD @ 4,278'. Ferron Coal perfs
fr/4,038' - 4,134'. NU WH. PU & loaded Western pump 2-1/2" x 1-1/2" x 16'
RHBC-DV pmp (XTO #189) w/1' X 1" stnr nip. TIH w/pmp, 1 - 1-1/2" x 25'
sinker bar, shear tool, 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sinker

bars, 1 - 7/8" x 4' stabilizer rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x

4' stabilizer rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x 4' stabilizer
rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x 4' stabilizer rod, 3 - 1-1/2" x

25' sinker bars, 1 - 7/8" x 4' stabilizer rod, 1 - 1-1/2" x 25' sinker bar,
100 - 3/4" Norris 54 guided rods, 47 - 7/8" Norris 54 guided rods, and a 1-

1/4" x 26' polished rod. Seated pmp. PT tbg to 1,000 psig w/10 BFW for 10".
Tstd ok. R1sd press. LS pmp w/rig to 500 psig. GPA. HWo & RDMO 4CWS rig
#2. RWTP @ 4:00 PM.

================================= UP - L 17-08-06-14D =================================
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====== === === = ==== UP - L 17-08-06-14D = ===============================

10/14/2009 Bd well. TIH w/4 jts 2-7/8" tbg tag 2' of addl fill @ 4,258'. TOH w/4 jts
2-7/8" tbg. RU & RIH w/swb tls. BFL @ 3,000' FS. S. O BO, 55 BLW, 15 runs,

5 hrs., FFL @ 3,500' FS. Rets of cln wtr, tr of sd. OWU on 24/64" ck. F. O
BO, 15 BLW, 2 hrs., FTP 160 - 200 psig, SICP 260 - 280 psig. TIH w/4 jts 2-

7/8" tbg tag 10' of new fill @ 4,252' PBTD @ 4,278'. TOH w/14 jts 2-7/8"

tbg. SWI & SDFN.

== ========= ======= == UP - L 17-08-06-14D === ====== ======== ======

10/15/2009 Bd well. TIH w/4 jts 2-7/8" tbg no fill. TOH w/124 jts 2-7/8" tbg. TIH
w/4-3/4" blade bit, 2-7/8" tbg pmp blr assy & 124 jts 2-7/8" tbg. CO 26" of

fill fr/4,252' - 4,278' (PBTD) w/4 jt 2-7/8" tbg. LD 4 jts 2-7/8" tbg. TOH

w/100 jts 2-7/8" tbg. LD blr assy & bit. Had gd sd recy in blr. PU 2-7/8"

Cavins Purge V1v, 6' x 2-7/8" tbg sub, 2702 Cavins Desander, 4' x 2-7/8" tbg
sub, SN,. TIH w/BHA, 5 jts 2-7/8" tbg, TAC & 120 jts 2-7/8", 6.5#, J-55,

EUE, Brd tbg. SWI & SDFN.

= ======= ======== ==== UP - L 17-08-06-14D = ========= ===== =======

10/16/2009 Bd well. Bd well. ND BOP. Set TAC @ 3,993'. Ld tbg w/2-7/8" donut tbg hgr
in 12 K tens. SN @ 4,161'. EOT @ 4,192'. PBTD @ 4,278'. Ferron Coal perfs
fr/4,038' - 4,134'. NU WH. PU & loaded Western pump 2-1/2" x 1-1/2" x 16'
RHBC-DV pmp (XTO #189) w/1' X 1" stnr nip. TIH w/pmp, 1 - 1-1/2" x 25'

sinker bar, shear tool, 1 - 7/8" x 4' stabilizer rod, 2 - 1-1/2" x 25' sinker

bars, 1 - 7/8" x 4' stabilizer rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x

4' stabilizer rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x 4' stabilizer
rod, 3 - 1-1/2" x 25' sinker bars, 1 - 7/8" x 4' stabilizer rod, 3 - 1-1/2" x

25' sinker bars, 1 - 7/8" x 4' stabilizer rod, 1 - 1-1/2" x 25' sinker bar,
100 - 3/4" Norris 54 guided rods, 47 - 7/8" Norris 54 guided rods, and a 1-

1/4" x 26' polished rod. Seated pmp. PT tbg to 1,000 psig w/10 BFW for 10".
Tstd ok. R1sd press. LS pmp w/rig to 500 psig. GPA. HWo & RDMO 4CWS rig
#2. RWTP @ 4:00 PM.

================================= UP - L 17-08-06-14D =================================

2

RECEIVED October 30,



RECEIVED: Mar. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48230 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 UP and L 17-8-6-14D 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 382 Road 3100 , Aztec, NM, 87410 505 333-3145  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0834 FSL 1782 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

2 /22 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Chemical Treatment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. performed this chemical treatment: 2/21/2012: MIRU
Millers Crane Service. Unseat pmp. HU Multi Chem pmp trk to tbg &

pmpd 100 gal MC 2009 w/4 bbls frsh wtr. HU Nielson wtr trk to csg &
pmpd 8 bbls frsh wtr. HWO & RDMO Millers Crane Service. Suspend

reports for 24 hrs until PU restart. 2/22/2012: Restart PU @ 12:00 p.m.,
ppg @ 85" x 5 SPM. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 505 333-3642

TITLE
 Regulatory Compliance Tech

SIGNATURE
 N/A

DATE
 3 /19 /2012

March 19, 2012

Sundry Number: 24018 API Well Number: 43015307300000Sundry Number: 24018 API Well Number: 43015307300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3145 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0834 FSL 1782 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/22/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: ChemicalTreatment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed this chemical treatment: 2/21/2012: MIRU Accepted by the
Millers Crane Service. Unseat pmp. HU Multi Chem pmp trk to tbg & Utah Division of

pmpd 100 gal MC 2009 w/4 bbls frsh wtr. HU Nielson wtr trk to csg & Oil, Gas and Mining

pmpd 8 bbls frsh wtr. HWO & RDMO Millers Crane Service. Suspend FOR RECORD ONLY
reports for 24 hrs until PU restart. 2/22/2012: Restart PU @ 12:00 p.m., March 19, 2012

ppg @ 85" x 5 SPM.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 3/19/2012

RECEIVED: Mar. 19,

Sundry Number: 24018 API Well Number: 43015307300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3145 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0834 FSL 1782 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/22/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: ChemicalTreatment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed this chemical treatment: 2/21/2012: MIRU Accepted by the
Millers Crane Service. Unseat pmp. HU Multi Chem pmp trk to tbg & Utah Division of

pmpd 100 gal MC 2009 w/4 bbls frsh wtr. HU Nielson wtr trk to csg & Oil, Gas and Mining

pmpd 8 bbls frsh wtr. HWO & RDMO Millers Crane Service. Suspend FOR RECORD ONLY
reports for 24 hrs until PU restart. 2/22/2012: Restart PU @ 12:00 p.m., March 19, 2012

ppg @ 85" x 5 SPM.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 3/19/2012

RECEIVED: Mar. 19,

Sundry Number: 24018 API Well Number: 43015307300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
382 Road 3100 , Aztec, NM, 87410 505 333-3145 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0834 FSL 1782 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2/22/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: ChemicalTreatment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed this chemical treatment: 2/21/2012: MIRU Accepted by the
Millers Crane Service. Unseat pmp. HU Multi Chem pmp trk to tbg & Utah Division of

pmpd 100 gal MC 2009 w/4 bbls frsh wtr. HU Nielson wtr trk to csg & Oil, Gas and Mining

pmpd 8 bbls frsh wtr. HWO & RDMO Millers Crane Service. Suspend FOR RECORD ONLY
reports for 24 hrs until PU restart. 2/22/2012: Restart PU @ 12:00 p.m., March 19, 2012

ppg @ 85" x 5 SPM.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 505 333-3642 Regulatory Compliance Tech

SIGNATURE DATE
N/A 3/19/2012

RECEIVED: Mar. 19,



RECEIVED: Aug. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48230 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 UP and L 17-8-6-14D 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0834 FSL 1782 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /13 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. performed an acid treatment on this well per the
following: 8/13/2014: MIRU crane service. Unseat pmp. HU acid pmp
trk to tbg. Pmpd 5 gal solvent & 20 gal 7.5% HCL acid. Disc acid pmp

trk. HU wtr trk to tbg & pmpd 15 bbls FTW. Disc wtr trk. HWO & RDMO
crane service. Strtd PU @ 1:30 PM.

NAME (PLEASE PRINT) PHONE NUMBER 
 Barbara Nicol 303-397-3736

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8 /27 /2014

August 29, 2014

Sundry Number: 54856 API Well Number: 43015307300000Sundry Number: 54856 API Well Number: 43015307300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0834 FSL 1782 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/13/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed an acid treatment on this well per the Accepted by the
following: 8/13/2014: MIRU crane service. Unseat pmp. HU acid pmp Utah Division of
trk to tbg. Pmpd 5 gal solvent & 20 gal 7.5% HCL acid. Disc acid pmp Oil, Gas and Mining

trk. HU wtr trk to tbg & pmpd 15 bbls FTW. Disc wtr trk. HWO & RDMO FOR RECORD ONLY
crane service. Strtd PU @ 1:30 PM. August 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 8/27/2014

RECEIVED: Aug. 27,

Sundry Number: 54856 API Well Number: 43015307300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0834 FSL 1782 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/13/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed an acid treatment on this well per the Accepted by the
following: 8/13/2014: MIRU crane service. Unseat pmp. HU acid pmp Utah Division of
trk to tbg. Pmpd 5 gal solvent & 20 gal 7.5% HCL acid. Disc acid pmp Oil, Gas and Mining

trk. HU wtr trk to tbg & pmpd 15 bbls FTW. Disc wtr trk. HWO & RDMO FOR RECORD ONLY
crane service. Strtd PU @ 1:30 PM. August 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Barbara Nicol 303-397-3736 Regulatory Analyst

SIGNATURE DATE
N/A 8/27/2014

RECEIVED: Aug. 27,



RECEIVED: May. 04, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-48230 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 HUNTINGTON CBM 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 UP and L 17-8-6-14D 

2. NAME OF OPERATOR:
 XTO ENERGY INC

9. API NUMBER:
 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 PO Box 6501 , Englewood, CO, 80155 303 397-3727  Ext 

9. FIELD and POOL or WILDCAT:
 BUZZARD BENCH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0834 FSL 1782 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S

COUNTY:
 EMERY 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /20 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Chemical Treatment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 XTO Energy Inc. performed a chemical treatment on this well per the
following: 04/20/16: HU pmp trk to csg & pmpd 20 gal MC S2009 & 2

bbls TFW. Restart PU @ 11:30 a.m. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Rhonda Smith 505 333-3215

TITLE
 Regulatory Clerk

SIGNATURE
 N/A

DATE
 5 /4 /2016

May 04, 2016

Sundry Number: 71608 API Well Number: 43015307300000Sundry Number: 71608 API Well Number: 43015307300000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-48230

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. HUNTINGTON CBM

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well UP and L 17-8-6-14D

2. NAME OF OPERATOR: 9. API NUMBER:
XTO ENERGY INC 43015307300000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
PO Box 6501 , Englewood, CO, 80155 303 397-3727 Ext BUZZARDBENCH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: EMERY

0834 FSL 1782 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 06 Township: 17.0S Range: 08.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/20/2016
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: ChemicalTreatment

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

XTO Energy Inc. performed a chemical treatment on this well per the Accepted by the
following: 04/20/16: HU pmp trk to csg & pmpd 20 gal MC S2009 & 2 Utah Division of

bbls TFW. Restart PU @ 11:30 a.m. Oil, Gas and Mining

FOR RECORD ONLY
May 04, 2016

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Rhonda Smith 505 333-3215 Regulatory Clerk

SIGNATURE DATE
N/A 5/4/2016

RECEIVED: May. 04,
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